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GENERAL NOTES:
1. THESE NOTES SERVE AS AN ADDENDUM TO THE

SPECIFICATION IN THE BILL OF QUANTITIES FOR THIS
PROJECT. IN THOSE CASES WHERE THE SPECIFICATION IN
THE BILL OF QUANTITIES DIFFER FROM THESE NOTES,
THESE NOTES SHALL TAKE PREFERENCE.

2. THE CONTRACTOR SHALL ALLOW FOR ALL STANDARDS /
SPECIFICATIONS WHICH ARE REFEREED TO IN THESE
NOTES AND WHICH ARE APPLICABLE ON THE SITE.

3. DRAWINGS SHALL BE CHECKED BY THE CONTRACTOR AND
ANY DISCREPANCIES IN THE DIMENSIONS SHALL BE
BROUGHT TO THE ATTENTION OF THE ENGINEER BEFORE
ANY WORK COMMENCES.

4. DRAWINGS MAY NOT BE SCALED.

5. ENGINEER TO CHECK ALL REINFORCING PRIOR TO CASTING
OF CONCRETE.

CONCRETE:

1.   EXCEPT WHERE MENTIONED OTHERWISE IN THESE NOTES,
THE CONCRETE WORK SHALL COMPLY WITH SABS 1200 G -
CONCRETE (STRUCTURAL), (LATEST REVISION).

2.   REVIBRATE TOP 300mm OF COLUMNS/PLINTHS APPROX.
ONE HOUR AFTER CASTING (OR BEFORE INITIAL SETTING
TAKES PLACE.)

3.    ALL EXPOSED CORNERS OF CONCRETE (ie COLUMNS,
BEAMS, SLABS ETC.) TO HAVE 20 x 20 CHAMFERS, UNLESS
OTHERWISE SPECIFIED, AND UNLESS CLADDED OR
PLASTERED.

CONCRETE STRENGTHS:

STRUCTURAL ELEMENTS...  (28 DAY STRENGTH (MPa)

BLINDING .....................................................10
FOUNDATIONS ............................................25
COLUMNS ....................................................25
SURFACE BEDS ..........................................25
SUSPENDED SLABS (REINFORCED) ........25
STAIRS .........................................................25
BEAMS / RINGBEAMS .................................25
RETAINING WALLS.......................................25

FOUNDATIONS

1.   THE ENGINEER SHALL APPROVE ALL FOUNDING MATERIALS
BEFORE ANY STEEL REINFORCING IS PLACED OR
CONCRETE IS CAST.

2.   MAX GROUND BEARING PRESSURE: 75KPa

BUILDING FOUNDATION LAYOUT
SCALE 1:40

BUILDING SURFACE BED LAYOUT
SCALE 1:40
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