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W 01WINDOW NO.

FRAME

GLASS

IRONMONGERY

FINISH

CILL DETAILS

NO. REQUIRED

Wispeco or similar standard aluminum window frame with
top hung openings section to AAAMSA performance
standards

4mm clear float glass throughout

Brass window handle and stay by
manufacturer

ANP 3055 Matt Charcoal Powdercoated
aluminium (LL258P)
Internal cill cement plaster, External cill
brick on edge

2

WINDOW SCHEDULE

W 02

Wispeco or similar standard aluminum window frame with
top hung openings section to AAAMSA performance
standards

4mm clear float glass throughout

Brass window handle and stay by
manufacturer

ANP 3055 Matt Charcoal Powdercoated
aluminium (LL258P)
Internal cill cement plaster, External cill
brick on edge

4

W 03

Wispeco or similar standard aluminum window frame with
top hung openings section to AAAMSA performance
standards

4mm clear float glass throughout

Brass window handle and stay by
manufacturer

ANP 3055 Matt Charcoal Powdercoated
aluminium (LL258P)
Internal cill cement plaster, External cill
brick on edge

4

W 04

Wispeco or similar standard aluminum window frame with
top hung openings section to AAAMSA performance
standards

4mm clear float glass throughout

Brass window handle and stay by
manufacturer

ANP 3055 Matt Charcoal Powdercoated
aluminium (LL258P)
Internal cill cement plaster, External cill
brick on edge

4

W 05

Wispeco or similar standard aluminum window frame with
top hung openings section to AAAMSA performance
standards

4mm clear float glass throughout

Brass window handle and stay by
manufacturer

ANP 3055 Matt Charcoal Powdercoated
aluminium (LL258P)
Internal cill cement plaster, External cill
brick on edge

4
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W 01WINDOW NO.

FRAME

GLASS

IRONMONGERY

FINISH

CILL DETAILS

NO. REQUIRED

Wispeco or similar standard aluminum window frame with
top hung openings section to AAAMSA performance
standards

4mm clear float glass throughout

Brass window handle and stay by
manufacturer

ANP 3055 Matt Charcoal Powdercoated
aluminium (LL258P)
Internal cill cement plaster, External cill
brick on edge

1

DOOR SCHEDULE

W 02

NIL

Brass window handle and stay by
manufacturer

2 Coat universal and 2 coats gloss
enamel to door and frame
Internal cill cement plaster, External cill
brick on edge

8
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CONSTRUCTION OF NGQUSHWA LOCAL MUNICIPALITY
OFFICE BLOCK

CONCEPTUAL DESIGN LAYOUTS
NGQUSHWA MUNICIPALITY
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SOUTH ELEVATION
SCALE 1:100

NORTH ELEVATION
SCALE 1:100

SECTION A-A
SCALE 1:100
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window height

wall plate height

roof height

u/s lintol

ffl

window height

wall plate height

roof height

u/s lintol
Paint & Plaster

Paint & Plaster

FLOOR CONSTRUCTION :
Floor finish on minimum 30mm thick 3:1 cement/sand screed on ± 75mm thick
concrte surface bed( to enginers details) on 250 micron 'Gunplus' USB green or
equal and approved waterproof membrane lapped min. 150mm with DPC to
brickword and 50mm  sand blinding on well compacted clay free hardcore fill.
Fill with approved sabunga in layers not exceeding 150mm in depth, well
watered, rammed and thoroughtly consolidated to at least a density of not less
that 90% modified AASHTO which will be verified and tested by an engineer. at
all trasition from one materialto another and at all external threshholds, finished
to be laid against a 4x30mm brass weather strip. External threshholds to be
weathered to fall away from the brass strip.

700x300mm700x300mm

DOWNPIPES:
100x100x6mm galv. m/s sqaure downpipes with
Chromadek finish fixed to wall with holder bats at
1500mm centres.

Internal Plaster & Paint
Internal plaster to be 15mm composite composed of 2 parts
cape lime company plastic pressure hydrated lime. one psrt
cement and 8 parts sand, with steel trowelled finish to
brickwork and concrete, with "V" joints cut into
junctionsbetween the two.

WEST ELEVATION
SCALE 1:100

WEST ELEVATION
SCALE 1:100

ffl

window height

wall plate height

roof height

u/s lintol

Paint & Plaster
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ROOF CONSTRUCTION :  Pitch 8o

Corrugated roof sheeting laid on 38x38mm SA pine treated batterns on maximum 1500mm centres on 400micron
"Marley" or equal approved undertile membranes with joints lapping at 150mm minimum, fixed over rafters on
engineered SA pine roof trusses conforming to relevant SABS approval, to be tied down using 50x2,5mm thick
galv. holed hoop inron strap and built 5 courses below wallplate & wrapped over roof truss, positions as per roof
specialist details.

ROOF CONSTRUCTION :  Pitch 8o

Corrugated roof sheeting laid on 38x38mm SA pine treated batterns on maximum 1500mm centres on 400micron
"Marley" or equal approved undertile membranes with joints lapping at 150mm minimum, fixed over rafters on
engineered SA pine roof trusses conforming to relevant SABS approval, to be tied down using 50x2,5mm thick
galv. holed hoop inron strap and built 5 courses below wallplate & wrapped over roof truss, positions as per roof
specialist details.
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