
CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 01:
PRELIMINARY AND GENERAL

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

SABS
1200 A SECTION 01: PRELIMINARY AND GENERAL

1.1 8,3 FIXED-CHARGE ITEMS

1.1.1 8.3.1
Contractual requirements including insurance provided 
by Contractor Sum 1,00  R                  -    R                      -   

8.3.2 Establishment of facilities on the Site:

8.3.2.1 Facilities for Engineer (SABS 1200 AB)

1.1.2
Office Unit: Openable windows, lockable outer door with 
electricity connection Sum 1,00  R                  -    R                      -   

1.1.3
Office Furniture: Desk with lockable drawers, 4 
stackable chairs and bookshelf Sum 1,00  R                  -    R                      -   

1.1.4 Contract Nameboard Sum 1,00  R                  -    R                      -   

8.3.2.2 Facilities for Contractor

1.1.5 Workshops, tools and equipment Sum 1,00  R                  -    R                      -   

1.1.6 Offices and storage sheds Sum 1,00  R                  -    R                      -   

1.1.7 Living accommodation Sum 1,00  R                  -    R                      -   

1.1.8 Toilet and ablution facilities Sum 1,00  R                  -    R                      -   

1.1.9 Water supplier, electric power Sum 1,00  R                  -    R                      -   

1.1.10 8.3.3 Other fixed charge obligations Sum 1,00  R                  -    R                      -   

1.1.11 8.3.4 Removal of Site Establishment on completion Sum 1,00  R                  -    R                      -   

1.2 8.4 TIME-RELATED ITEMS

1.2.1 8.4.1 Contractual requirements Month 6,00  R                  -    R                      -   

8.4.2
Operation and Maintainance of Facilities on Site, for 
duration of Construction:

8.4.2.1 Facilities for Engineer 

1.2.2 Offices Month 6,00  R                  -    R                      -   

1.2.3 Telephone (Airtime and Data allowance)
Prov 
Sum 1,00  R     15 000,00  R                      -   

8.4.2.2
Facilities for Contractor for duration of construction, 
except where otherwise stated

1.2.4 Workshops, tools and equipment Month 6,00  R                  -    R                      -   

1.2.5 Offices and storage sheds Month 6,00  R                  -    R                      -   

1.2.6 Living accommodation Month 6,00  R                  -    R                      -   

1.2.7 Toilet and ablution facilities Month 6,00  R                  -    R                      -   

1.2.8 Water supplier, electric power Month 6,00  R                  -    R                      -   

1.2.9 8.4.3 Supervision for duration of the contract period Month 6,00  R                  -    R                      -   

1.2.10 8.4.4 Company and head office overhead costs Month 6,00  R                  -    R                      -   

1.2.11 8.4.5 Other time-related obligations Month 6,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 01:
PRELIMINARY AND GENERAL

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

1.3 8.5 SUM STATED PROVISIONALLY BY ENGINEER

1.3.1 Control testing by Engineer (Provisional)
Prov 
Sum 1,00  R     10 000,00  R                      -   

1.3.2 Handling fee on item 1.3.1 % 10%  R                  -    R                      -   

1.3.3
Employment of the CLO for the duration of the contract 
(R 5 000 pm, including airtime and data allowance)

Prov 
Sum 1,00  R     30 000,00  R                      -   

1.3.4 Handling fee on item 1.3.3 % 10%  R                  -    R                      -   

1.3.5
Compensation of the Project Steering Committee (PSC) 
of 5 Members at a rate of R400 per seating 

Prov 
Sum 1,00  R     12 000,00  R                      -   

1.3.6 Handling fee on items 1.3.5 % 10%  R                  -    R                      -   

1.3.7
Compensation of the Civil Eng/Building Technician for 
the duration of the contract

Prov 
Sum 1,00  R     54 000,00  R                      -   

1.3.8 Handling fee on items 1.3.7 % 10%  R                  -    R                      -   

1.3.9
Provision of Accredited Training for targeted local 
labourers

Prov 
Sum 1,00  R     36 000,00  R                      -   

1.3.10 Handling fee on items 1.3.9 % 10%  R                  -    R                      -   

1.4 8.7 DAYWORK (PROVISIONAL)

Labour (Rate shall include for all on costs, overheads, 
profit, etc)

1.4.1 Unskilled hour 20,00  R                  -    R                      -   

1.4.2 Semi-skilled hour 20,00  R                  -    R                      -   

1.4.3 Ganger hour 20,00  R                  -    R                      -   

1.4.4 Artisan hour 20,00  R                  -    R                      -   

Plant (Rate shall include for all on costs, overheads, 
profit, etc)

1.4.5
Compressor complete with hand tools and attachments ^ 
Make ........................Model ........................ hour 20,00  R                  -    R                      -   

1.4.6
Concrete Mixer ^ Make ........................Model 
.................. hour 20,00  R                  -    R                      -   

1.4.7 Tip Truck ^ Make ........................Model ........................ hour 20,00  R                  -    R                      -   

1.5 8.8 TEMPORARY WORKS

1.5.1 8.8.2
Accommodate traffic and provide safety measures on 
site Sum 1,00  R                  -    R                      -   

1.6 STANDING TIME

1.6.1 Plant Sum/day 10,00  R                  -    R                      -   

1.6.2 Labour and supervision Sum/day 10,00  R                  -    R                      -   

Other (To be specified by Contractor)

1.6.3 a) ……………………………………………........ Sum/day 10,00  R                  -    R                      -   

1.6.4 b) ….……………………………………….......... Sum/day 10,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 01:
PRELIMINARY AND GENERAL
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NO
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 BROUGHT FORWARD  R                      -   

1.7 PSA 8.9 OCCUPATIONAL HEALTH AND SAFETY

1.7.1 PSA 8.9.1

OHS Measures: Provision, erection and maintenance of 
safety signage, site office signs, deep excavation 
warning signs. Sum 1,00  R                  -    R                      -   

1.7.2 PSA 8.9.2
OHS Specification & Plan: Preparation, submission, 
and approval of OHS Safety Plan Sum 1,00  R                  -    R                      -   

 TOTAL CARRIED TO SUMMARY  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 02:
COMMUNITY HALL BUILDING

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

SECTION 02: COMMUNITY HALL BUILDING

2.1
SANS 
1200 C SITE CLEARANCE

2.1.1 8.2.1
Clear and grub (incl. trees with  stumps of girth up to 
1.0m) ha 0,10  R                  -    R                      -   

8.2.9 Transport materials to unspecified sites and dump

2.1.2 Overhaul in excess of 1,0km m³.km 75,00  R                  -    R                      -   

2.2
SANS
1200 DA EARTHWORKS

8.3.1 Excavation

2.2.1 8.3.1(b)
Excavate in all materials and use for backfill or dispose, 
as ordered m³ 80,00  R                  -    R                      -   

8.3.2 Restricted excavations

2.2.2 8.3.2 (a)
Excavate for restricted foundations, footings and 
trenches in all materials and use for backfill or dispose m³ 50,00  R                  -    R                      -   

8.3.2 (b) Extra-over item 2.2.1 and 2.2.2 for:

2.2.3 Hard rock: Manual labour and hand tools m³ 10,00  R                  -    R                      -   

2.2.4
Hard rock: Mechanical equipment (jackhammer & 
compressor) m³ 40,00  R                  -    R                      -   

2.2.5
Excavate and dispose of un-suitable material from 
trench bottom m³ 5,00  R                  -    R                      -   

8.3.4
Importing materials from Commercial Sources or Borrow 
Pit and use for fill in 150mm thick layers:

2.2.6
G5 material: Commercial Source, compacted to 96% 
Mod AASHTO density m³ 40,00  R                  -    R                      -   

2.2.7
G6/7 material: Borrow pit, compacted to 95% Mod 
AASHTO density m³ 40,00  R                  -    R                      -   

SANS 
1200 G CONCRETE (STRUCTURAL)

2.3 8.2 FORMWORK 

8.2.1 Rough, vertical surface for:

2.3.1 Sides of apron slab m² 10,00  R                  -    R                      -   

2.4 8.3 REINFORCEMENT 

8.3.1 Steel Bars

2.4.1 Y-12 steel t 1,50  R                  -    R                      -   

2.4.2 R-10 steel t 0,65  R                  -    R                      -   

2.4.3 R-8 steel t 0,20  R                  -    R                      -   

8.3.2 Welded steel mesh:

2.4.4 Type Ref 245 m² 375,00  R                  -    R                      -   

2.4.5 Type Ref 193 m² 98,00  R                  -    R                      -   

2.5 CONCRETE 

8.4.2 Blinding layer in 15MPa/19mm concrete,

2.5.1 Minimum thickness 50mm m² 70,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 02:
COMMUNITY HALL BUILDING
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PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

8.4.3 Structural concrete for:

2.5.2 30MPa/19: Slabs & Beams m³ 50,00  R                  -    R                      -   

2.5.3 25MPa/19: Foundations & Aprons m³ 35,00  R                  -    R                      -   

2.6 8.4.4 Unformed surface finishes (Wood-floated)

2.6.1 Floor slab, Apron and Stair cases m² 375,00  R                  -    R                      -   

2.7 8.5 JOINTS

2.7.1

Supply and install 10 mm softboard expansion joints on 
apron joints, with sealant (polyurethane sealant similar to 
Silkaflex). m 100,00  R                  -    R                      -   

2.7.2 Saw cutting m 100,00  R                  -    R                      -   

PB BUILDING WORK

2.8 PS PB 8.2.1 BRICKWORK

2.8.1
Burnt Clay Brick: Foundation brickwork, 280mm with 
concrete-filled cavity and stage wall m² 60,00  R                  -    R                      -   

2.8.2 M9 block: External Walls m² 298,00  R                  -    R                      -   

2.8.3 M6 block: Internal Walls m² 60,00  R                  -    R                      -   

2.8.4 Clay Brick: Stage Wall m² 8,00  R                  -    R                      -   

2.9 BLOCKWORK REINFORCEMENT

2.9.1
Foundation wall: Galvanised brickforce, 3,15 mm 
parallel wire mesh, every 2 brick courses m 190,00  R                  -    R                      -   

2.9.2
Superstructure wall: Galvanised brickforce, 2,5 mm 
mild steel wire mesh, every 4 brick courses m 955,00  R                  -    R                      -   

2.10 PRECAST CONCRETE LINTELS

2.10.1 1 200mm lintes No 8,00  R                  -    R                      -   

2.10.2 2 400mm lintels No 50,00  R                  -    R                      -   

2.10.3 3 900mm lintels No 4,00  R                  -    R                      -   

2.11 GALVANSIDE HOOP IRON

2.11.1

30 x 1.6mm thick strap, 1 500mm long, tied in 600mm 
into blockwork, top end wrapped over and securely fixed 
to timber roof trusses with heavy-duty clout nails. No 80,00  R                  -    R                      -   

2.12 PS PB 8.2.6 PLASTER WORK

One coat 1:4 cement/sand plaster,15mm thick, to walls:

2.12.1 External walls m² 360,00  R                  -    R                      -   

2.12.2 Internal walls m² 550,00  R                  -    R                      -   

2.13 PS PB 8.2.9 WATERPROOFING

2.13.1

Floor slab: One layer 250 micron "Consol Plastic 
Gunplas USB Green" under the slab, sealed at laps with 
PVC self-adhesive tape m² 375,00  R                  -    R                      -   

2.13.2
Walls: One layer 375 micron "Consol Plastic Brickgrip 
DPC" m 75,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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 BROUGHT FORWARD  R                      -   

2.14 PS PB 8.2.11 JOINERY WORK

2.14.1

Door Type D.01: Supply and install a 1600 x 2100mm 
powder-coated aluminium double door with frame, 
complete (including ironmongery) to manufacture's 
specifications. COLOUR: CHARCOAL GREY No. 1,00  R                  -    R                      -   

2.14.2

Door Type D02: Supply and install 813 x 2100mm 
powder-coated aluminium single door with frame 
complete (including ironmongery) to manufacture's 
specifications. COLOUR: CHARCOAL GREY No. 3,00  R                  -    R                      -   

2.14.3

Window Type W01: Supply and install 600 x 1200mm 
powder-coated aluminium window with burglar bars, with 
1 top-hung opening panel window to manufacturer's 
specification. Colour: CHARCOAL GREY No. 4,00  R                  -    R                      -   

2.14.4

Window Type W02: Supply and install 600 x 1500mm 
powder-coated aluminium window with burglar bars, with 
2 top-hung opening panel window to manufacturer's 
specification. Colour: CHARCOAL GREY No. 18,00  R                  -    R                      -   

2.14.5

Window Type W03: Supply and install 1800 x 600mm 
powder-coated aluminium window with burglar bars, with 
fixed SG panel window to manufacturer's specification. 
Colour: CHARCOAL GREY No. 10,00  R                  -    R                      -   

2.14.6

Window Type W04: Supply and install 2100 x 900mm 
powder-coated aluminium window with burglar bars, with 
2 top-hung opening panel windows to manufacturer's 
specification. Colour: CHARCOAL GREY No. 1,00  R                  -    R                      -   

2.14.7

Roller Shutter Door: Supply and install 1500 x 1000mm 
hot-dipped galvanised 46mm interlocking slatted roller 
shutter door, internal lockable bolt & lock with 2 keys as 
supplied with door No. 1,00  R                  -    R                      -   

Metal Work: Burglar Gates

Supply and install Hot-Dip galvanised (SANS 121: ISO 
1461 standard) heavy-duty burglar gate, 50 x 50 x 3mm 
frame, 20mm square tubing infills at 100mm centres. 
Complete with heavy-duty hinges welded to the frame, a 
double-locking mechanism housing, and raw bolts for 
fixing to brickwork.

2.14.8 Single door gate No. 1,00  R                  -    R                      -   

2.14.9 Double door gate No. 1,00  R                  -    R                      -   

2.14.10

Door Stopper: Supply and install high-quality rubber 
door stopper, suitable for use with aluminium doors, 
including all necessary screws, fixings, and accessories No. 5,00  R                  -    R                      -   

2.14.11

Cabinet Hook: Supply and install high-quality cabinet 
hook and eye set, suitable for securing aluminium doors, 
including all necessary screws, fixings, and accessories No. 5,00  R                  -    R                      -   

2.15 PS PB 8.2.14 PAINT WORK

Apply one coat of Plascon Plaster Primer (UC 56), allow 
a 16-hour overcoating time, and finish with two coats of 
Plascon Wall & All acrylic paint, leaving a 2-hour drying 
time between coats on:

2.15.1 External walls (NW 100) m² 360,00  R                  -    R                      -   

2.15.2 Internal walls (NW 201) m² 550,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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 BROUGHT FORWARD  R                      -   

ROOFING

2.16 TIMBER ROOF STRUCTURE

2.16.1

Supply and install roof timber structure complete, 
including all wallplates, trusses, wind bracing and 
purlins. (Trusses not to be more than 800mm apart) Sum 1,00  R                  -    R                      -   

Preservative Treatment to Structural Timber

2.16.2

Prepare and apply three coats of coal-tar based wood 
preservative to all exposed external structural timber 
(trusses, rafters, eaves, purlins), ensuring surfaces are 
clean and dry, with 24-hour drying between coats, as per 
manufacturer’s instructions. m2 130,00  R                  -    R                      -   

2.16.3

Beam Filling: Lay beam filling with clay bricks, including 
cutting units to fit, filling all vertical and horizontal joints, 
complete with mortar. m 90,00  R                  -    R                      -   

2.17 ROOF SHEETING

2.17.1

Galvanised IBR Chromodek: 0,58 mm ISQ300 Clotan 
steel IBR with integral stiffening rib chromadek steel roof 
sheeting and accessories fixed to timber purling. 
Chromodek finish to one side and protective primer 
coating on reverse side. COLOUR: DARK GREY m2 370,00  R                  -    R                      -   

2.17.2

IBR Ridge Capping: Supply and install matching 
0.58mm thick pre-painted Chromadek IBR profile roll-top 
or block-type ridge capping, fixed securely to the apex of 
the roof structure with matching fasteners, including 
closed-cell polyfoam IBR profile eaves fillers tucked 
beneath the capping to block rain penetration, driving 
wind, and bird nesting m 26,00  R                  -    R                      -   

2.17.3

Side Cladding Flashing: Supply and install matching 
0.58mm thick pre-painted Chromadek gable/barge board 
flashings along the sloped edges of the roof line, fixed to 
the timber barge boards with appropriate water-sealed 
fasteners. COLOUR: DARK GREY m 30,00  R                  -    R                      -   

2.17.4

Fascia Board: Supply and install Nutec fascia board, 
size 225 x 12mm thick, fixed to the roof eave. The rate 
includes all cuttings, jointing, fixings, brackets and 
necessary accessories to complete the installation. m 60,00  R                  -    R                      -   

2.18 RAINWATER DISPOSAL

2.18.1

Eaves Gutters: Supply and install 150mm Industrial 
OGEE profile Seamless Aluminium Eave Gutters, 
minimum 0.7mm thickness, factory pre-painted with a 
UV-resistant coating. Fixed to timber/steel fascia boards 
using heavy-duty internal aluminium brackets at 
maximum 600mm centres, with fall directed toward 
downpipe positions. m 55,00  R                  -    R                      -   

Extra over eaves gutter sealed watertight with silicone 
sealant, for:

2.18.2 Stopped ends No. 4,00  R                  -    R                      -   

2.18.3 Outlet for downpipe No. 2,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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2.18.4

Downpipes: Supply and install 100 x 75mm rectangular 
Aluminium downpipes, minimum 0.7mm thickness, 
matching colour to gutters. Fixed to brick walls with 
matching heavy-duty aluminium holderbats plugged and 
screwed at maximum 1500mm centres. m 10,00  R                  -    R                      -   

Extra over downpipe sealed watertight with silicone 
sealant, for:

2.18.5 Offset/bend No. 2,00  R                  -    R                      -   

2.18.6 Bends No. 4,00  R                  -    R                      -   

2.19 RAINWATER TANK

2.19.1

10 000L Tank: Supply and install a "Polythylene" water 
storage tank, complete with fixing lugs and lid, fitted with 
a lockable tap, fixed and tied down to hooks cast into a 
concrete stand with galvanised wire cables No. 2,00  R                  -    R                      -   

2.20 TANK STAND

2.20.1 Excavation: Excavate in all materials and use for filling m³ 6,00  R                  -    R                      -   

2.20.2

Earth filling: Under concrete surface bed slab with 
material from excavations, compacted to 96% Mod. 
AASHTO density m³ 16,00  R                  -    R                      -   

2.20.3
Concrete work: 25MPa/19mm concrete for foundations 
and surface bed slab m³ 5,00  R                  -    R                      -   

2.20.4
Reinforcement: Mesh Type Ref 193 for foundations 
and surface bed slab m2 23,00  R                  -    R                      -   

2.20.5 Surface finishes: Wood-floated concrete slab m2 23,00  R                  -    R                      -   

2.20.6 Brickwork: M6 blocks m2 18,00  R                  -    R                      -   

2.20.7 Plasterwork: 15mm thick, 1:4 cement/sand plaster m2 18,00  R                  -    R                      -   

2.21 PLUMBING AND DRAINAGE

2.21.1
Pipe Trenches: Excavate in all materials, backfill, 
compact and dispose of surplus material m 60,00  R                  -    R                      -   

2.21.2 Extra over for hard rock excavation m³ 1,00  R                  -    R                      -   

2.21.3
Bedding: Selected granular and fill material (sand 
material) m³ 10,00  R                  -    R                      -   

2.21.4
Sewer Pipework: Supply, lay and test 110mm dia PVC 
pipe, including joints and couplings m 60,00  R                  -    R                      -   

2.21.5

Sewer Pipe Bends: Supply and install 45⁰ and 90⁰ 
bends No 2,00  R                  -    R                      -   

2.21.6 Rodding eye: Supply and install a rodding eye No 2,00  R                  -    R                      -   

2.21.7
Gully Trap: Supply and install complete with grating, 
connected to a 110mm dia drainage line No 1,00  R                  -    R                      -   

2.21.8

Drainage Pipes: Supply and install 50mm dia PVC 
waste pipes, fixed to brick wall, including all joints and 
solvent welding m 6,00  R                  -    R                      -   

2.21.9
Drainage Pipe Bends: Extra over for bends, tees and 
wall flanges No 2,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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 BROUGHT FORWARD  R                      -   

2.22 TILING 

Floor Tiles: Supply and lay Union tiles 600 x 600mm 
double-loaded matt porcelain tiles, UNM 129600 Matt 
(R9) Ristretta Doppio collection. Laid with Tal Adhesive 
and 3mm tiling grouting all
in Dove Grey

2.22.1 Hall, Stage, Office and Kitchen m² 295,00  R                  -    R                      -   

Tile Skirting: 140 x 22mm thick solid pine bullnose 
skirting, fixed to brick walls with steel masonry nails or 
approved adhesive plug-fixings, sanded and sealed with 
two coats of Woodoc 30 wood varnish.

2.22.2 Hall, Stage, Office and Kitchen m 120,00  R                  -    R                      -   

2.23 SUSPENDED CEILLING:

Ceiling Grid & Tiles: Supply and install suspended 
acoustic ceiling system with 1200 x 600 x 15mm SABS-
approved vinyl-faced or mineral fibre tiles, laid into an 
exposed white prepainted tee-grid (main tees, cross 
tees, and steel wire hangers). Hangers securely fixed to 
roof trusses. Include all cutting for light fittings, columns, 
and projections. Complete in all respects.

2.23.1 Hall Ceiling m² 270,00  R                  -    R                      -   

2.23.2 Office and Kitchen Ceiling m² 25,00  R                  -    R                      -   

2.23.3

Wall Angle Trim: Supply and fix prepainted white 
aluminium or steel perimeter wall angle trim (25mm x 
25mm), securely anchored to plastered walls at max 
400mm centres. Complete installation. m 120,00  R                  -    R                      -   

2.23.4

Roof Insulation: Supply and install SABS-approved 
Sisalation FR430 (or similar) double-sided aluminium foil 
fire-retardant roof insulation, laid over trusses and 
secured under purlins with 150mm laps. Include 1.6mm 
galvanized straining wires at max 300mm centres. 
Complete installation as specified. m² 370,00  R                  -    R                      -   

2.25 HALL, OFFICE and KITCHEN EQUIPMENT

Community Hall furniture:

2.25.1

Stackable Plastic Chair: Supply a heavy-duty black, 
UV-stabilised polypropylene injection-moulded plastic 
black chair, to comply with SANS 1244. No 250,00  R                  -    R                      -   

2.25.2

Stage Table: Supply a heavy-duty folding table, 
mounted on a heavy-duty folding steel frame with locking 
mechanisms.
Size: 1 800 (L) x 750 (W) x 750mm (H) No 2,00  R                  -    R                      -   

Hall Kitchen furniture:

All built-in cupboards to be manufactured from 16mm 
white melamine-faced particle board with 1mm PBC 
edging. Fitted with a water-resistant high-pressured 
laminate post-formed worktop.

 TOTAL CARRIED FORWARD  R                      -   
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2.25.3

Built-in Cupboards: Supply and install complete wall-
mounted kitchen cupboards. Front fitted with hinged 
doors and standard chrome handles and all materials 
required to make good the installation.
Overall size: 2 200 (W) x 600 (D) x 900mm (H) Sum 1,00  R                  -    R                      -   

2.25.4

Sink cupboard: Supply and install a sink cupboard to 
house a double-bowl stainless steel drop-in sink unit (1 
200 x 500mm overall). Front fitted with two hinged doors, 
standard chrome handles complete with high-heck 
chrome swivel mixer tap, waste fittings, traps and 
internal plumbing connections and all materials required 
to make good the installation No 1,00  R                  -    R                      -   

2.25.5

Storage Cupboard: Supply and install a tall, utility 
brooms/mops cupboard. Front fitted with hinged door 
and chrome handle complete and all materials required 
to make good the installation.
Overall size: 900 (W) x 600 (D) x 1 800mm (H) No 1,00  R                  -    R                      -   

2.25.6

Kitchen Window Blinds: Supply and install moisture-
resistant, 50mm Wood/PVC Venetian blinds to suit 
window size 2100 (W) x 900mm (H), complete with 
mounting brackets, tilt mechanism and nylon cords. 
Installation to be done inside the window reveal onto the 
brickwork. No 1,00  R                  -    R                      -   

Office Furniture:

2.25.6

Office Desk: Supply a rectangular multipurpose study 
desk with locable 2-drawers fixed to the desk.
Overall size: 1 500 (L) x 750 (W) x 725mm (H) No 1,00  R                  -    R                      -   

2.25.7

Office Bookshelf: Supply a freestanding 3 to 4-tier 
bookshelf.
Overall size: 1 200 (H) x 890 (W) x 340mm (D) No 1,00  R                  -    R                      -   

2.25.8

Office Window Blinds: Supply and install 50mm 
Aluminium Venetian blinds to suit window size 600 (W) x 
1200mm (H), complete with mounting brackets, tilt 
mechanism and nylon cords. Installation to be done 
inside the window reveal onto the brickwork. No 4,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD TO SUMMARY  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 03: 
ABLUTION FACILITIES

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

SECTION 03: ABLUTION FACILITIES

3.1
SANS 
1200 C SITE CLEARANCE

8.2.1 Clear and grub Site

3.1.1 Area of ablution facility ha 0,07  R                  -    R                      -   

3.2
SANS
1200 DA EARTHWORKS

8.3.2 EXCAVATION

8.3.2 (a)
Excavate in all materials and use for backfill or dispose, 
as ordered

3.2.1 Ablution Pit m³ 15,00  R                  -    R                      -   

8.3.2 Restricted excavations

3.2.2 8.3.2 (a)
Excavate for restricted foundations, footings and 
trenches in all materials and use for backfill or dispose m³ 50,00  R                  -    R                      -   

8.3.2 (b) Extra-over item 2.2.1 and 2.2.2 for:

3.2.3 Hard rock: Manual labour and hand tools m³ 2,00  R                  -    R                      -   

3.2.4
Hard rock: Mechanical equipment (jackhammer & 
compressor) m³ 30,00  R                  -    R                      -   

3.2.5
Excavate and dispose of un-suitable material from 
trench bottom m³ 1,00  R                  -    R                      -   

8.3.4
Importing materials from Commercial Sources or Borrow 
Pit and use for fill in 150mm thick layers:

3.2.6
G6/7 material: Compacted to 95% Mod AASHTO 
density m³ 10,00  R                  -    R                      -   

SANS 
1200 G CONCRETE (STRUCTURAL)

3.3 8.2 FORMWORK

8.2.1 Rough, vertical surface for:

3.3.1 Sides of apron slab m² 30,00  R                  -    R                      -   

3.4 8.3 REINFORCEMENT

8.3.2 Welded steel mesh:

3.4.1 Type Ref 245 m² 80,00  R                  -    R                      -   

3.4.2 Type Ref 193 m² 80,00  R                  -    R                      -   

3.5 CONCRETE

8.4.2 Blinding layer in 15MPa/19mm concrete,

3.5.1 Minimum thickness 50mm m² 35,00  R                  -    R                      -   

8.4.3 Structural concrete for:

3.5.2 25MPa/19: Foundations, Slabs & Aprons m³ 10,00  R                  -    R                      -   

3.6 8.4.4 Unformed surface finishes (Wood-floated)

3.6.1 Pit slab, Floor slab and Apron m² 70,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 03: 
ABLUTION FACILITIES

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

3.7 8.5 JOINTS

3.7.1

Supply and install 10mm softboard expansion joints on 
apron joints, with sealant (polyurethane sealant similar to 
Silkaflex). m 20,00  R                  -    R                      -   

3.7.2 Saw cutting m 20,00  R                  -    R                      -   

3.7 PB BUILDING WORK

PS PB 8.2.1 BRICKWORK

3.7.1
Burnt Clay Brick: Foundation brickwork, 280mm with 
concrete-filled cavity and stage wall m² 40,00  R                  -    R                      -   

3.7.2 Clay Brick: 110 mm single-skin wall m² 30,00  R                  -    R                      -   

3.7.3 M6 block: External Walls m² 70,00  R                  -    R                      -   

PSPB 8.2.2 Air bricks etc: 

3.7.4 229 x 152mm terracotta  air brick (provisional). No 8,00  R                  -    R                      -   

3.8 BLOCKWORK REINFORCEMENT

3.8.1
Foundation wall: Galvanised brickforce, 3,15 mm 
parallel wire mesh, every 2 brick courses m 180,00  R                  -    R                      -   

3.8.2
Superstructure wall: Galvanised brickforce, 2,5 mm 
mild steel wire mesh, every 4 brick courses m 340,00  R                  -    R                      -   

3.9 PRECAST CONCRETE LINTELS

3.9.1 1 200mm lintels No 8,00  R                  -    R                      -   

3.9.2 1 800mm lintels No 8,00  R                  -    R                      -   

3.10 GALVANSIDE HOOP IRON

3.10.1

30 x 1.6mm thick strap, 1 500mm long, tied in 600mm 
into blockwork, top end wrapped over and securely fixed 
to timber roof trusses with heavy-duty clout nails. No 20,00  R                  -    R                      -   

3.11 PS PB 8.2.6 PLASTER WORK

One coat 1:4 cement/sand plaster, 15mm thick, to walls:

3.11.1 External walls m² 70,00  R                  -    R                      -   

3.11.2 Internal walls m² 130,00  R                  -    R                      -   

3.12 PS PB 8.2.9 WATERPROOFING

3.12.1

Floor slab: One layer 250 micron "Consol Plastic 
Gunplas USB Green" under the slab, sealed at laps with 
PVC self-adhesive tape m² 25,00  R                  -    R                      -   

3.12.2
Walls: One layer 375 micron "Consol Plastic Brickgrip 
DPC" m 20,00  R                  -    R                      -   

3.13
PS PB 
8.2.11 JOINERY WORK

3.13.1

Door Type D03: Supply and install SWARLAND 813 x 
2100 x 44mm SOLID timber door with 0,5 to 1 hour fire 
rating, complete with timber frame (including 
ironmongery), to be primed and painted with 2 coats of 
'Plascon Velvaglo' gloss enamel. 
COLOUR: CHARCOAL GREY No. 3,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 03: 
ABLUTION FACILITIES

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

3.13.2

Door Type D04: Supply and install SWARLAND 813 x 
2100 x 44mm SOLID core flush panel timber door 
complete with timber frame (including ironmongery), to 
be primed and painted with 2 coats of 'Plascon Velvaglo' 
gloss enamel.
COLOUR: CHARCOAL GREY No. 5,00  R                  -    R                      -   

3.13.3

Window Type W05: Supply and install 600 x 600mm 
powder-coated aluminium window with burglar bars, with 
1 top-hung opening. Colour: CHARCOAL GREY No. 7,00  R                  -    R                      -   

3.13.4

Window Type W06: Supply and install 1200 x 600mm 
powder-coated aluminium window complete, with 1 top-
hung opening and fixed SG panel window. Colour: 
CHARCOAL GREY No. 2,00  R                  -    R                      -   

Metal Work: Burglar Gates

Supply and install Hot-Dip galvanised (SANS 121: ISO 
1461 standard) heavy-duty burglar gate, 50 x 50 x 3mm 
frame, 20mm square tubing infills at 100mm centres. 
Complete with heavy-duty hinges welded to the frame, a 
double-locking mechanism housing, and raw bolts for 
fixing to brickwork.

3.13.5 Single door gate No. 3,00  R                  -    R                      -   

3.13.6

Door Stopper: Supply and install high-quality rubber 
door stopper, suitable for use with aluminium doors, 
including all necessary screws, fixings, and accessories No. 3,00  R                  -    R                      -   

3.14
PS PB 
8.2.14 PAINT WORK

Apply one coat of Plascon Plaster Primer (UC 56), allow 
a 16-hour overcoating time, and finish with two coats of 
Plascon Wall & All acrylic paint, leaving a 2-hour drying 
time between coats on:

3.14.1 External walls (NW 100) m² 70,00  R                  -    R                      -   

3.14.2 Internal walls (NW 201) m² 130,00  R                  -    R                      -   

3.15 SANITARY FITTINGS

3.15.1

Hand Basin: Supply and install a 510 x 405mm Vaal 
Sanitaryware Hibiscus hand basin, complete with waste 
union, bottle trap, angle valve and flexi connector, 
connection to water line and all materials required to 
make good the installation No. 4,00  R                  -    R                      -   

3.15.2

Toilet Seat: Supply and install a toilet seat, including 
cistern (fitted with ultra-low pressure inlet valve), 
complete with connection to water line, drainage pipes 
and all materilas required to make good the installation. No. 5,00  R                  -    R                      -   

3.15.3

Urinals: Supply and install a flash back wall-mounted 
stainless steel urinal with a built-in tipping tank and 
adjustable drip lock, in minimum lengths of 640 mm, 
including connection to water source and valves 
required. Sum 1,00  R                  -    R                      -   

3.15.4

Basin Taps: Supply and install low-pressure traditional 
twist-handle basin taps (Cobra or similar approved 
SABS-compliant equivalent product) No. 4,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 03: 
ABLUTION FACILITIES

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

3.15.5

Paraplegic Sanitary Suite: Supply and install SANS 
10400-S compliant paraplegic sanitary suite, including: 
raised WC suite with dual-flush cistern and padded 
backrest; wall-hung basin with extended lever mixer and 
all fittings; grade 304 stainless steel grab rails (wall-to-
floor, drop-down, and horizontal); lockable toilet roll 
holder; and vertical mirror (min. 450x1000mm). 
Complete with all plumbing, fixing, sealing, and testing. Sum 1,00  R                  -    R                      -   

3.15.6

Ablution Vents: Supply and install PVC 110mm dia 
vents, stack to above ablution roof level, complete with 
all necessary bends, couplings, brackets, fly screen and 
securely fixed to the brick wall as indicated on the 
drawing. No. 3,00  R                  -    R                      -   

3.15.7

Manhole Lids: Supply and install Heavy-Duty Polymer 
Composite Manhole Cover and Frame (Size: 450mm x 
600mm clear opening) to the VIP toilet rear desludging 
slab aperture. Rate to include sealing the frame onto the 
concrete slab, proof seal and supply of lifting key. No. 3,00  R                  -    R                      -   

ROOFING

3.16 TIMBER ROOF STRUCTURE

3.16.1

Supply and install roof timber work complete including all 
wallplates, trusses, wind bracing and purlins.(trusses not 
be more than 800mm apart) Sum 1,00  R                  -    R                      -   

Preservative Treatment to Structural Timber

3.16.2

Prepare and apply three coats of coal-tar based wood 
preservative to all exposed external structural timber 
(trusses, rafters, eaves, purlins), ensuring surfaces are 
clean and dry, with 24-hour drying between coats, as per 
manufacturer’s instructions. m2 20,00  R                  -    R                      -   

3.16.3

Beam Filling: Lay beam filling with clay bricks, including 
cutting units to fit, filling all vertical and horizontal joints, 
complete with mortar. m 90,00  R                  -    R                      -   

3.17 ROOF SHEETING

3.17.1

Galvanised IBR Chromodek: 0,58 mm ISQ300 Clotan 
steel IBR with intergral stiffening rib chromadek steel 
roof sheeting and accessories fixed to timber purling. 
Chromodek finish to one side and protective primer 
coating on reverse side. COLOUR: CHARCOAL GREY m2 38,00  R                  -    R                      -   

3.17.2

Side Cladding Flashing: Supply and install matching 
0.58mm thick pre-painted Chromadek gable/barge board 
flashings along the sloped edges of the roof line, fixed to 
the timber barge boards with appropriate water-sealed 
fasteners m 8,00  R                  -    R                      -   

3.17.3

Fascia Board: Supply and install Nutec fascia board, 
size 225 x 12mm thick, fixed to the roof eave. The rate 
includes all cuttings, jointing, fixings, brackets and 
necessary accessories to complete the installation. m 12,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 03: 
ABLUTION FACILITIES

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

3.18 RAINWATER DISPOSAL

3.18.1

Eaves Gutters: Supply and install 150mm Industrial 
OGEE profile Seamless Aluminium Eave Gutters, 
minimum 0.7mm thickness, factory pre-painted with a 
UV-resistant coating. Fixed to timber/steel fascia boards 
using heavy-duty internal aluminium brackets at 
maximum 600mm centres, with fall directed toward 
downpipe positions. m 10,00  R                  -    R                      -   

Extra over eaves gutter sealed watertight with silicone 
sealant, for:

3.18.2 Stopped ends No. 2,00  R                  -    R                      -   

3.18.3 Outlet for downpipe No. 1,00  R                  -    R                      -   

3.18.4

Downpipes: Supply and install 100 x 75mm rectangular 
Aluminium downpipes, minimum 0.7mm thickness, 
matching colour to gutters. Fixed to brick walls with 
matching heavy-duty aluminium holderbats plugged and 
screwed at maximum 1500mm centres. m 3,00  R                  -    R                      -   

Extra over downpipe sealed watertight with silicone 
sealant, for:

3.18.5 Offset/bend No. 1,00  R                  -    R                      -   

3.18.6 Bends No. 2,00  R                  -    R                      -   

13.19 RAINWATER TANK

3.19.1

1 500L Horizontal Tank: Supply and install a 
"Polythylene" water storage tank, complete with fixing 
lugs and lid, fitted with a lockable tap, fixed and tied 
down to hooks cast into a concrete stand with 
galvanised wire cables No. 1,00  R                  -    R                      -   

3.20 TANK STAND

3.20.1 Excavation: Excavate in all materials and use for filling m³ 3,00  R                  -    R                      -   

3.20.2

Earth filling: Under concrete surface bed slab with 
material from excavations, compacted to 96% Mod. 
AASHTO density m³ 2,00  R                  -    R                      -   

3.20.3
Concrete work: 25MPa/19mm concrete for foundations 
and surface bed slab m³ 3,00  R                  -    R                      -   

3.20.4
Reinforcement: Mesh Type Ref 193 for foundations 
and surface bed slab m2 4,00  R                  -    R                      -   

3.20.5 Surface finishes: Wood-floated concrete slab m2 4,00  R                  -    R                      -   

3.20.6 Brickwork: M6 blocks m2 9,00  R                  -    R                      -   

3.20.7 Plasterwork: 15mm thick, 1:4 cement/sand plaster m2 9,00  R                  -    R                      -   

3.21 CEILLING

Supply and install ceiling material including cover strips 
to joints, nails, trapdoors and gypsum plaster where 
prescribed, complete as specified.

3.21.1 Ceilings m² 35,00  R                  -    R                      -   

3.21.2 Cornices to ceilings m 35,00  R                  -    R                      -   

3.21.3 Ceiling insulation m² 35,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 03: 
ABLUTION FACILITIES

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

3.22 TILING 

3.22.1

Floor Tiles: Supply and lay Union tiles 300 x 300mm 
double-loaded matt porcelain tiles. Laid with Tal 
Adhesive and 3mm tiling grouting all
in Dove Grey m² 35,00  R                  -    R                      -   

3.22.2

Tile Skirting: 90 x 22mm thick solid pine bullnose 
skirting, fixed to brick walls with steel masonry nails or 
approved adhesive plug-fixings, sanded and sealed with 
two coats of Woodoc 30 wood varnish. m 50,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD TO SUMMARY  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 04: 
ELECTRICAL MV

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT            R

SECTION 04: ELECTRICAL MEDIUM VOLTAGE

4.1 PRELIMINARY AND GENERAL

4.1.1

Eskom Connection: Liaising with Eskom, application for 
single phase, paying connection fees and physical 
connection ot the existing Eskom network powerline

Prov 
Sum 1,00  R     35 000,00  R                      -   

4.1.2

Testing and Commissioning: Comprehensive 
insulation, earthing in accordance with SANS 10142 of 
the entire completed electrical installation by a registered 
electrician. Sum 1,00  R                  -    R                      -   

4.1.3
Certificate of Compliance (COC): Issuance of COC in 
terms of OHS Act/SANS 10142-1 Sum 1,00  R                  -    R                      -   

4.2 CABLE INSTALLATION

4.2.1

Trenching: Excavate 300 (w) x 800mm (d) cable trench 
in all classes of soil (excl. hard rock), including backfilling, 
compacting and installing SABS approved cable warning 
tape m 90,00  R                  -    R                      -   

4.2.2

Main Supply Cable: Supply and lay heavy-duty, 
600/1000V PVC/SWA/PVC copper cable from the Eskom 
transformer to the Main Distribution Board and make the 
installation safe. m 90,00  R                  -    R                      -   

4.3 DISTRIBUTION BOARD

4.3.1

Supply wall-mounted, power-coated steel sheet 
distribution board (IP42 minimum). Fitted with main 
isolator, earth leakage protection units, circuit breakers 
for all lights, plugs and sub-feed circuits, complete with 
circuit directory labels Sum 1,00  R                  -    R                      -   

4.4 POWER AND CONDUIT INFRASTRUCTURE

4.4.1

Conduit Installation: Supply and install 20mm dia PVC 
conduit. The rate includes chasing into brickwork walls, 
all necessary work required to make the installation 
complete m 120,00  R                  -    R                      -   

Power and Light Wiring: Supply and install SABS-
approved low-voltage copper conductor wires through 
conduits, including all necessary earth continuity 
conductors

4.4.2 1,5mm² for lighting circuits m 150,00  R                  -    R                      -   

4.4.3 2,5mm² for plug circuits m 150,00  R                  -    R                      -   

Light Switches: Supply and install flush wall-mounted 
switches, complete with screwed faceplates cover in 
conduit boxes

4.4.5
16A double lever switch for internal and external hall 
lights No 2,00  R                  -    R                      -   

4.4.6
5A single lever switch for the kitchen, office and ablution 
lights No 6,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 04: 
ELECTRICAL MV

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

Socket Outlets (Plugs): Supply and install 3-pin double 
switched socket outlets, flush-mounted on walls, 
complete with screwed faceplates in conduit boxes

4.4.7 16A socket for kitchen and hall stage No 8,00  R                  -    R                      -   

4.4.8 5A socket outlet for office and hall side walls No 8,00  R                  -    R                      -   

4.5 LIGHT FITTINGS

Community Hall Light Fittings:

4.5.1

Internal Linear LED Lights: 1 200mm or 1 500mm 
surface-mounted, double tube linear LED light fittings 
(approx. 40W–50W), 4000k, 1 800 Lumens, cool white, 
installed in the main hall, office, and kitchen No 14,00  R                  -    R                      -   

4.5.2

External LED Bulkheads: Heavy-duty, vandal-resistant, 
IP65 weatherproof rated external surface-mounted LED 
bulkhead light fittings (approx. 12W–15W) No 14,00  R                  -    R                      -   

Ablution Facilities Light Fittings:

4.5.3

Internal Lights: IP65 vapour-proof/moisture-resistant 
surface-mounted LED light fittings (ceiling or wall 
placement) suitable for high-humidity damp environments No 9,00  R                  -    R                      -   

4.5.4

External LED Bulkheads: Heavy-duty, vandal-resistant, 
IP65 weatherproof rated external surface-mounted LED 
bulkhead light fittings (approx. 12W–15W) No 3,00  R                  -    R                      -   

4.6

Any items (not specifically listed) for which the Tenderer 
wishes to provide for to comply with all the provisions and 
specifications for the purpose of this contract

a)…...............................................................  R                  -    R                      -   

b)…...............................................................  R                  -    R                      -   

c)…...............................................................  R                  -    R                      -   

d)…...............................................................  R                  -    R                      -   

e)…...............................................................  R                  -    R                      -   

 TOTAL CARRIED FORWARD TO SUMMARY  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 05:
FENCING (DIAMOND MESH)

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT            R

SECTION 05: FENCING (DIAMOND MESH)

5.1
SANS 
1200 C SITE CLEARANCE

5.1.1
8.2.1

Clearing fence line m 200,00  R                  -    R                      -   

5.2 8.3.2 RESTRICTED EXCAVATIONS

8.3.2 (a)
Excavate for restricted foundations in all materials 
and use for backfill or dispose, as ordered:

5.2.1 Foundation size 400 x 400 x 600mm deep m³ 7,00  R                  -    R                      -   

8.3.2 (b) Extra-over item 5.2.1 for

5.2.2 Hard rock: Manual labour and hand tools m³ 3,00  R                  -    R                      -   

5.3 CONCRETE

Unreinforced concrete 20MPa/19mm for fence 
post foundations:

5.3.1 Foundation size 400 x 400 x 600mm deep m³ 7,00  R                  -    R                      -   

5.4 FENCE AND POSTS

Supply and erection of new fencing material

5.4.1

Straining posts: 100mm dia. x 3.0m long heavy-
duty posts, with stays, including galvanised mild 
steel bolts, nuts, washers and forming holes 
through post. No. 12,00  R                  -    R                      -   

5.4.2

Corner posts: 100mm dia. x 3.0m long heavy-duty 
posts, with two stays, including galvanised mild 
steel bolts, nuts, washers and forming holes 
through post. No. 4,00  R                  -    R                      -   

5.4.3
Intermediate posts: 60mm dia. x 3.0m long 
standards, spaced at 3m intervals No. 58,00  R                  -    R                      -   

5.4.4
Galvanised diamond mesh: 1.8m high, 50x50mm 
mesh size, 2.5mm wire gauge m² 480,00  R                  -    R                      -   

5.4.5
Line wire: 4.0mm high-tensile galvanised straining 
wire (3 rows required). m 800,00  R                  -    R                      -   

5.4.6
Binding wire: 2.0mm galvanised tying wire for 
securing mesh to line wire kg 5,00  R                  -    R                      -   

5.4.7
Razor wire: Flat-wrap or concertina coils along the 
top. m 200,00  R                  -    R                      -   

5.4 GATES

5.4.1

Pedestrian Gate: 2.4m high x 1.0m wide single 
leaf swing gate. Galvanised frame with diamond 
mesh infill, including heavy-duty hinges, locking 
drop-bar, bolts, nuts, washers and locking 
mechanism. No. 1,00  R                  -    R                      -   

5.4.2

Vehicle Gate: 2.4m high x 6.0m wide double leaf 
swing gate (2x 3.0m leafs). Galvanised frame with 
diamond mesh infill, including drop bolts, ground 
thimbles,  bolts, nuts, washers and locking 
mechanism. No. 1,00  R                  -    R                      -   

5.4.3

Padlocks: Supply heavy-duty padlocks with a set 
of master keys for the gates. One key should open 
both padlocks. No. 2,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD TO SUMMARY  R                      -   
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CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 06:
ROADWORKS AND PARKING 

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE
AMOUNT

R

6.0 SECTION 06: ROADWORKS & PARKING

6.1
SANS 
1200 C SITE CLEARANCE

6.1.1
Excavate in all materials and backfill. Dispose of excess 
material m³  50,00  R                  -    R                      -   

Extra-over Item 6.1.1 for hard rock excavation by means 
of:

6.1.2 Mechanical equipment (jackhammer & compressor) m³  8,00  R                  -    R                      -   

Earthworks

8.3.3
Roadbed preparation and compaction of in-situ material 
to a depth of 150mm, including all testing required

6.1.3 Compact to 93% Mod AASHTO density m³  81,00  R                  -    R                      -   

8.3.4 CUT TO FILL within freehaul distance of 3km and;

6.1.4 compact to 90% Mod AASHTO density m³  50,00  R                  -    R                      -   

6.1.5 8.3.7 CUT TO STOCKPILE within freehaul distance of 3 km m3  30,00  R                  -    R                      -   

6.1.6 STOCKPILE TO FILL within freehaul distance of 3 km m3  30,00  R                  -    R                      -   

Surface finishes

6.1.7 Hand trim, shape and roll verges m2  100,00  R                  -    R                      -   

6.2 GRAVEL WEARING COURSE

Supply, place, process, construct and compact material 
to 93% Mod AASHTO density (G7 quality material from 
local borrow pit, including free haul up to 1,0 km) 

6.2.1 Selected Layer: 150 mm layer thickness m3  60,00  R                  -    R                      -   

6.3
SABS
1200 ME SUBBASE
8.3.8 Supply, place, process, mix cement and compact 

material (G6 quality material from local borrow pit), 
watering and all costs included, for stabilized subbase 
(C4 at 3% cement,compacted to 95% Mod AASHTO) in 
the following thicknesses (cement content measured 
elsewhere)

6.3.1 G6 Layer: 150 mm layer thickness m3  60,00  R                  -    R                      -   
8.3.8

Stabilizing agent

6.3.2 b) Portland cement t  3,50  R                  -    R                      -   

6.4
SANS 

1200 MK KERBING AND CHANNELING

 8.2.1 b PRECAST KERB

Mountable Kerb (Fig 8A): Construct precast kerbs 
complete with screed, backfilling, and concrete 
haunching:

6.4.1 1 m Kerb: exceeding 4m radius curve m  120,00  R                  -    R                      -   

6.4.2 300 mm Kerb: Kerbing on radius (1m to 4m curve) m  20,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD  R                      -   

20



CONSTRUCTION OF MRATAZA 
COMMUNITY HALL
TENDER NO.: 8/2/090/2025-2026

NGQUSHWA LOCAL MUNICIPALITY SECTION 06:
ROADWORKS AND PARKING 

ITEM
NO

PAYMENT DESCRIPTION UNIT QTY RATE AMOUNT R

 BROUGHT FORWARD  R                      -   

Walkway Kerb (Fig 11/12): Construct precast kerbs for 
walkway, complete with screed, backfilling, and concrete 
haunching:

6.4.3 1 m Kerb: exceeding 4m radius curve m  80,00  R                  -    R                      -   

Cast-In-Situ Kerb Channel

6.4.4 Formwork: Sides of channel m2  20,00  R                  -    R                      -   

6.4.5 Concrete 20MPa/19: 250 mm channel m3  3,00  R                  -    R                      -   

Provide concrete in small quantities to foundations, 
surface slabs, etc.

6.4.6 20 MPa strength m3  1,50  R                  -    R                      -   

6.5 DRAINS

SANS 
1200 DK STONE PITCHING

6.5.1 8.2.5
Construct medium grouted stone pitching complete as 
per SANS 1200DK 5.3.3 m2  30,00  R                  -    R                      -   

SANS 
1200 MK Cast-In-Situ Concrete Lining to Open Drains

6.5.2 8.2.8

Ditch Drain: Cast-in-situ (4m wide, 6m long,100mm 
thick, class 30MPa/19) concrete channel, including 
curing, etc. m3  3,00  R                  -    R                      -   

6.5.3 8.2.9 Formwork for ditch drain m2  20,00  R                  -    R                      -   

6.5.4 8.2.10

Expansion joint: 10mm softboard to full depth and seal 
off the top of the joint with approved sealant 
(polyurethane sealant or similar to Silkaflex) m  10,00  R                  -    R                      -   

6.5.5 Mesh Ref Type: 193 m2  25,00  R                  -    R                      -   

6.6
SANS 
1200 MJ SEGMENTED PAVING

8.2.2

Construction of paving complete. The rate shall cover 
the cost for supplying units & sand, placing bedding 
sand, laying units, compacting, grouting and removing 
excess sand. `

6.6.1 Type S-A: 60 mm Zig-Zag interlocking m²  520,00  R                  -    R                      -   

6.6.2 Type S-C: 60 mm Zig-Zag interlocking m²  45,00  R                  -    R                      -   

6.6.3 8.2.3 Cutting units to fit edge restraints m  40,00  R                  -    R                      -   

 TOTAL CARRIED FORWARD TO SUMMARY  R                      -   
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SECTION DESCRIPTION TENDER AMOUNT

SECTION 1 PRELIMINARY AND GENERAL  R                                           -   

SECTION 2 COMMUNITY HALL BUILDING  R                                           -   

SECTION 3 ABLUTION FACILITIES  R                                           -   

SECTION 4 ELECTRICAL MV  R                                           -   

SECTION 5 FENCE (DIAMOND FENCE)  R                                           -   

SECTION 6 ROADWORKS AND PARKING  R                                           -   

SUB TOTAL: TOTAL OF PRICED ITEMS  R                                       -   

5% of Contingencies  R                                           -   

SUB TOTAL 2:  R                                       -   

ADD 15% VAT TO SUB TOTAL 2  R                                           -   

CONTRACT PRICE CARRIED FORWARD TO FORM OF OFFER -R                                
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