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General Notes:

The design of this drawing is copyright protected & remains the property of Afroteam
Consultants. The project notes are to be read in conjunction with all relevant technical
specifications.

All work is to be carried out strictly in accordance with the National Building Regulations,
Building Standards Act 103 of 1977, "good building practices" and the relevant Municipal
Regulations.

Quality of all materials & workmanship to comply with the relevant S.A.B.S. and B.S.S.
specification standards. The trade contractor shall provide finished mock-ups and samples
as noted or required by the contract documents for approval by the architects prior to
fabrication.

This drawing is not to be scaled, figured dimensions to be used at all times.
Unless noted otherwise, all dimensions are given in millimetres.

Contractor is responsible for the correct setting out of the buildings, all external & all
internal walls with particular reference to boundaries, building lines, etc. No part of the
structure, including roof & rainwater goods, is to encroach upon any servitude area or
cadastrial boundary.

Contractors are to locate and identify, if any, existing services on site, and to protect these
from damage throughout the duration of the works.

Refer to the relevant consultants drawings for co-ordination of work. The work of all
disciplines shall be carefully co-ordinated with the overall aesthetic appearance of the
building.

All relevant details, levels & dimensions to be checked on site prior to commencement of
work. Any queries are to be forwarded timeously to the architects.

Discrepancies existing between the drawings of the various trades shall be brought to the
immediate attention of the project manager and the architects.

Architects drawings & details show design intent and are meant to be indicative of the
profiles and detailing required for the work.

Architects decision on the contractors interpretation shall be final and binding.

Build-in, only approved d.p.c.'s, whether or not these are shown on drawings, to all
external walls at each floor, beam or parapet level & to all windows, doors, grilles or other
opening in external walls. Stepped brickgrip dpc to all external cavity walls with weepholes
at max 900c/c if not stated differently. Dpc to be min 150mm above n.g.l.

Any queries arising from all the above must be reported to the architects for clarification
before any work is put in hand. Airbricks to local authority requirements, if not stated
otherwise.
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Prepare and paint one universal undercoat and
two coats gloss enamel paint on general surfaces
of door, including top and bottom, surfaces and
reveals

900mm x 2 125mm EXTERNAL standard approved
miranti Braced & Ledge Timber FIRE RATED Door with
weather bar at the bottom.

D02

4 Lever security lockset and satin - chromed
handles all approved

1 X coat Zinc Chromate primer
2 x coat approved enamel paint

All door dimensions to be checked on site
before commencing works & purchases.

U/S OF LINTEL

TYPICAL  F.F.L

U/S OF CEILING

Quantity: 01
FF LEVEL

Timber frame -Double rebated hot dip galvanised
pressed steel FIRE RATED Door frame 1,6mm
thick, 900 x 2 125mm high, for 110/ 220 mm wall.

Nil

As per manufacturers specifications

D03

4 Lever security lockset and satin - chromed
handles all approved

All door dimensions to be checked on site
before commencing works & purchases.

U/S OF LINTEL

TYPICAL  F.F.L

U/S OF CEILING

Quantity: 01
FF LEVEL

Aluminium frame -Double rebated hot dip
galvanised pressed steel door frame 1,6mm
thick to suit left or right hand door size 1 800 x 2
125mm high, for 110/ 220 mm wall.

Nil
POSITION: MAIN HALL ENTRANCE

IRONMONGERY:

FRAME FINISH:

FANLIGHT:
DOOR FINISH:

DOOR TYPE :

FRAME:

TYPE:
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Nil
Prepare and paint one universal undercoat and
two coats gloss enamel paint on general surfaces
of door, including top and bottom, surfaces and
reveals

D01

4 Lever security lockset and satin - chromed
handles all approved

1 X coat Zinc Chromate primer
2 x coat approved enamel paint

All door dimensions to be checked on site
before commencing works & purchases.

Timber frame -Double rebated hot dip galvanised
pressed steel door frame 1,6mm thick to suit left or
right hand door size 813 x 2125mm high, for 110/
220 mm wall.

U/S OF LINTEL

TYPICAL  F.F.L

U/S OF CEILING

Quantity: 02

813mm x 2 125mm HOLLOW CORE timber
INTERNAL door

KITCHEN AREA & OFFICE SPACE

FF LEVEL

DOOR SCHEDULES

STAGE/PODIUM AREA (Fire escape door)

1 800mm x 2 125mm EXTERNAL aluminium and
opaque glass door

DOOR TYPE :

FRAME : Full length 75mm wide channel guides fabricated
from 3mm thick rolled galvanised mild steel strips
fixed to either side of opening.
Chain operated with an ovehead mounted
spring loaded barrel assembly concealed in
1,2mm thick galvanised sheet steel canopy.

OPERATION:

IRON
MONGERY:

2x Padbolts per roller shutter.Padlocks
to be supplied by user.

75mm  wide horizontally interlocking slats
manufactured from 2mm thick galvanised sheet
steel.Bottom of slated curtain to terminate in a
T-bar to which locking devices are fitted.

POSITION: KITCHEN SPACE

NOTES: All Gate dimensions to be checked on site
before commencing works & purchases.

DOOR TYPE: R04 STEEL ROLLER SHUTTER DOOR 01

TYPICAL  F.F.L.

Quantity:

Swing Door Height

FF LEVEL

Roller shutter Box Casing

DOOR TYPE :

FRAME : Full length 75mm wide channel guides fabricated
from 3mm thick rolled galvanised mild steel strips
fixed to either side of opening.
Chain operated with an ovehead mounted
spring loaded barrel assembly concealed in
1,2mm thick galvanised sheet steel canopy.

OPERATION:

IRON
MONGERY:

2x Padbolts per roller shutter.Padlocks
to be supplied by user.

75mm  wide horizontally interlocking slats
manufactured from 2mm thick galvanised sheet
steel.Bottom of slated curtain to terminate in a
T-bar to which locking devices are fitted.

POSITION: KITCHEN SPACE

NOTES: All Gate dimensions to be checked on site
before commencing works & purchases.

DOOR TYPE: R04 STEEL ROLLER SHUTTER DOOR 01Quantity:

Roller shutter Box Casing

As per manufacturers specifications
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Nil
Prepare and paint one universal undercoat and
two coats gloss enamel paint on general surfaces
of door, including top and bottom, surfaces and
reveals
kiln dried meranti timber door frame with mortise
& tenon jointed (soft wood frame) to suit left or
right hand door size 900 x 2125mm high, for
230/220mm wall.
900mm x 2125mm Braced & Ledge Timber
Door with weather bar at the bottom. Standard
approved 'meranti' ledged and braced door

D05
TOC
FFL

4 Lever security lockset and satin - chromed
handles all approved

1 X coat Zinc Chromate primer
2 x coat approved enamel paint

All door dimensions to be checked on site
before commencing works & purchases.

U/S OF LINTEL

TYPICAL  F.F.L

U/S OF CEILING

Quantity: 02

Nil
Prepare and paint one universal undercoat and
two coats gloss enamel paint on general surfaces
of door, including top and bottom, surfaces and
reveals
kiln dried meranti timber door frame with mortise
& tenon jointed (soft wood frame) to suit left or
right hand door size 1000 x 2125mm high, for
230/220mm wall.
1000mm x 2125mm Braced & Ledge Timber
Door with weather bar at the bottom. Standard
approved 'meranti' ledged and braced door

D06
All Disabled Ablutions

TOC
FFL

4 Lever security lockset and satin - chromed
handles all approved

1 X coat Zinc Chromate primer
2 x coat approved enamel paint

All door dimensions to be checked on site
before commencing works & purchases.

U/S OF LINTEL

TYPICAL  F.F.L

U/S OF CEILING

Quantity: 01

Nil
Prepare and paint one universal undercoat and
two coats gloss enamel paint on general surfaces
of door, including top and bottom, surfaces and
reveals
kiln dried meranti timber door frame with mortise
& tenon jointed (soft wood frame) to suit left or
right hand door size 800 x 1975mm high, for
230/220mm wall.

D07

TOC
FFL

4 Lever security lockset and satin - chromed
handles all approved

1 X coat Zinc Chromate primer
2 x coat approved enamel paint

All door dimensions to be checked on site
before commencing works & purchases.

U/S OF LINTEL

TYPICAL  F.F.L

U/S OF CEILING

Quantity: 03

stainless steel
kick plate

Male Loo & Female Loo

800mm x 1975mm solid core timber door

POSITION: Male Loo & Female Loo

IRONMONGERY:

FRAME FINISH:

FANLIGHT:
DOOR FINISH:

DOOR TYPE :

FRAME:

TYPE:
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SCHEDULES

DOOR SCHEDULES
MHC 012
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