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General Notes:

The design of this drawing is copyright protected & remains the property of Afroteam
Consultants. The project notes are to be read in conjunction with all relevant technical
specifications.

All work is to be carried out strictly in accordance with the National Building Regulations,
Building Standards Act 103 of 1977, "good building practices" and the relevant Municipal
Regulations.

Quality of all materials & workmanship to comply with the relevant S.A.B.S. and B.S.S.
specification standards. The trade contractor shall provide finished mock-ups and samples
as noted or required by the contract documents for approval by the architects prior to
fabrication.

This drawing is not to be scaled, figured dimensions to be used at all times.
Unless noted otherwise, all dimensions are given in millimetres.

Contractor is responsible for the correct setting out of the buildings, all external & all
internal walls with particular reference to boundaries, building lines, etc. No part of the
structure, including roof & rainwater goods, is to encroach upon any servitude area or
cadastrial boundary.

Contractors are to locate and identify, if any, existing services on site, and to protect these
from damage throughout the duration of the works.

Refer to the relevant consultants drawings for co-ordination of work. The work of all
disciplines shall be carefully co-ordinated with the overall aesthetic appearance of the
building.

All relevant details, levels & dimensions to be checked on site prior to commencement of
work. Any queries are to be forwarded timeously to the architects.

Discrepancies existing between the drawings of the various trades shall be brought to the
immediate attention of the project manager and the architects.

Architects drawings & details show design intent and are meant to be indicative of the
profiles and detailing required for the work.

Architects decision on the contractors interpretation shall be final and binding.

Build-in, only approved d.p.c.'s, whether or not these are shown on drawings, to all
external walls at each floor, beam or parapet level & to all windows, doors, grilles or other
opening in external walls. Stepped brickgrip dpc to all external cavity walls with weepholes
at max 900c/c if not stated differently. Dpc to be min 150mm above n.g.l.

Any queries arising from all the above must be reported to the architects for clarification
before any work is put in hand. Airbricks to local authority requirements, if not stated
otherwise.
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Aluminium

Plugged & screwed to wall and aluminium fixing
plate, plastered over then sealed with sealant

Frames to be powder coated with 60 micron
undercoated layer and a final coat of 120
micron to the specified finish colour.Charcoal
Powdercoat finish
Burglar bars fixed to specialists detail

590X590mm & 390x590mm

ACCESSORIES

FINISH

FITTING
GLASS
FRAME

DIMENSIONS

INTERNAL SILL
EXTERNAL SILL

POSITION

WINDOW NUMBER: W01 Quantity: 11

U/S OF LINTEL

U/S OF CILL

6.38mm Clear safety glass

OFFICE SPACE & HALL AUDITORIUM

Plugged & screwed to wall and aluminium fixing
plate, plastered over then sealed with sealant

Frames to be powder coated with 60 micron
undercoated layer and a final coat of 120
micron to the specified finish colour.Charcoal
Powdercoat finish

390x590mm

FINISH

FITTING
GLASS
FRAME

DIMENSIONS

INTERNAL SILL
EXTERNAL SILL

POSITION

WINDOW NUMBER: W02 Quantity: 20

U/S OF LINTEL

U/S OF CILL

6.38mm Clear safety glass

WINDOW SCHEDULES

HALL AUDITORIUM

Plugged & screwed to wall and aluminium fixing
plate, plastered over then sealed with sealant

Frames to be powder coated with 60 micron
undercoated layer and a final coat of 120
micron to the specified finish colour.Charcoal
Powdercoat finish

590x590mm

FINISH

FITTING
GLASS
FRAME

DIMENSIONS

INTERNAL SILL
EXTERNAL SILL

POSITION

WINDOW NUMBER: W03 Quantity: 05

U/S OF LINTEL

U/S OF CILL

6.38mm Clear safety glass

ABLUTIONS

N/A
N/A

N/A
N/A

N/A
N/A

Plugged & screwed to wall and aluminium fixing
plate, plastered over then sealed with sealant

Frames to be powder coated with 60 micron
undercoated layer and a final coat of 120
micron to the specified finish colour.Charcoal
Powdercoat finish

590x590mm

FINISH

FITTING
GLASS
FRAME

DIMENSIONS

INTERNAL SILL
EXTERNAL SILL

POSITION

WINDOW NUMBER: W04 Quantity: 04

6.38mm Clear safety glass

KITCHEN

U/S OF LINTEL

U/S OF CILL

N/A
N/A

Aluminium Aluminium Aluminium

KITCHEN SANITARY SCHEDULE
IMAGE & CODE DESCRIPTION TOTAL

Polished stainless steel double centre bowl drop on sink
(Code:  312880),  overall  size   1500  x  535mm  with  two
343  x  410  x  146mm  deep  bowls,  fitted  onto  cupboard
(elsewhere specified) including 38mm waste fitting, (Inox
cream tube), (plumbing kits) and (food waste disposal).
Sink  to  include  High-rise  Swivel  mixer  (Code:  305060)
with  overarm  swivel  spout  and  15mm  flexible
connections.  With  5  year  guarantee  on  body
construction.

DOUBLE STAINLESS STEEL SINK & TAP
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IMAGE & CODE

ABLUTIONS SANITARY SCHEDULE
TOTAL
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DESCRIPTION IMAGE

ABLUTIONS SANITARY SCHEDULE
DESCRIPTION TOTAL
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135x108x67mm Polar bib tap short body 15mm

BT11

Aluminium Standard  PULL HANDLE HELPING HAND
300mm grab rail with Natural annodised Finish (SKU:
PR1300)

Space handles for wc chromed SENSEA D30mm.Can be
used for shower and walls &Easy to install

135x95x500mm Elbow safety Handle chrome 135º with
safety with 6 fixing points

PA04

PA07

PA08

800x500x6mm silver float glass copper backed fixed with
chrome plated screw heads at corners.

BF11

White  vitreous  china  510x405mm  with  two  tape  holes
“VAAL Hibiscus (code 7023)” bolted to the wall with 3No.
10mm bolts (Code 8448ZO) . 32mm C.P knuckle jointed
p-traps.  2No.  off  pillar  taps  as  “cobra-  No.111-15”  with
star handles -15mm (hot and cold water). “Cobra 301-32”
1-1/4”  basin  waste-slotted  with  back  not,plug  chain  and
stay.

WHB09

01

KS02

A typical toilet brush hard bristled end, with a rounded
shape and a long plastic handle.

Builders Chrome Toilet Paper Holder - Silver

Vaal Sanitaryware vitreous china "Orchid" top inlet
(code 439100) or back inlet (code 439016) 90° floor mounted
open rim pan. Top inlet can be used with exposed flushvalve.
Back inlet can be used with a Wisa concealed
cistern, Vaal Sanitaryware duct cistern (code 710935) or
a concealed flushvalve.
NOTE: Also available as a Paraplegic pan, using the
same floor bracket (code 8082ZO)

SCHEDULES

IMAGE & CODE

SIGNAGE SCHEDULE
DESCRIPTION TOTAL

Stainless steel DISABLED S/STEEL SIGN
with Stainless steel brushed Finish (SKU: DSS-133)

Stainless steel FEMALE S/STEEL SIGN
with Stainless steel brushed Finish (SKU: DSS-131)

Stainless steel SIGNS 150 X 150
with Natural annodised Finish (SKU: DSS-130)
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01

01

Satin Aluminium Kick Plates 30" x 6" Bottom Door
Protection.
Removable Protective Strip On One Side 8
Countersunk Screw Holes 762mm x 152mm 01

MHC 013

Burglar bars fixed to specialists detailACCESSORIES Burglar bars fixed to specialists detailACCESSORIES Burglar bars fixed to specialists detailACCESSORIES
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