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SECTION NO. 1 : Single Section

BILL NO.1 : PRELIMINARIES

0 PRELIMINARIES

0 Disclaimer   While the ASAQS aims to ensure that its publications represent best 
practice, the ASAQS does not accept or assume any liability or responsibility for any 
events or consequences which derive from the use of the Preliminaries Master Bill.  
Such Master Bill is not exhaustive and is therefore only intended to provide general 
guidance to those who wish to make use of it.  This publication is provided 'as is' 
without warranty of any kind, either expressed or implied including but without 
limitation to warranties of merchantability, fitness for a particular purpose and non-
infringement   User note:    Delete the above Disclaimer when preparing this Bill No 
1 for tender or contract purposes.  Hereinafter edit all text, etc but even more 
specifically text within ?...? to ensure that such text applies to the specific project or 
contract

0 BUILDING AGREEMENT AND PRELIMINARIES

0 The JBCC Principal Building Agreement (March 2018 Edition 6.2) prepared by the 
Joint Building Contracts Committee shall be the applicable building agreement, 
amended as hereinafter described

0 The JBCC Principal Building Agreement contract data form an integral part of this 
agreement

0 The Preliminaries Revision 1 (February 2016) published by the Association of South 
African Quantity Surveyors for use with the JBCC Principal Building Agreement shall 
be deemed to be incorporated in these bills of quantities, amended as hereinafter 
described

0 The contractor is deemed to have referred to the abovementioned documents for 
the full intent and meaning of each clause

0 The clauses in the abovementioned documents are hereinafter referred to by clause 
number and heading only.

0 Where any item is not relevant to this agreement such item is marked N/A (signifying 
not applicable)

0 USER NOTE   A provision/clause in Edition 6.1 of the JBCC Principal Building 
Agreement may have unintended consequences.  The following is relevant:   Within 
the contract data document there is space to insert changes made to the JBCC 
documentation.  Quantity surveyors have generally up to now merely inserted in this 
space "Refer to Bill No. 1".   Below the abovementioned space the following note 
has been inserted:   'Note :  The amendments contained herein or in the single 
referenced Annexure constitute the only amendments to the standard JBCC 
Agreement that will apply.  No other amendments shall be of any force or effect'   
Should quantity surveyors wish to adhere to the system of inserting amendments, 
modifications, corrections or supplements to the JBCC documentation under the 
listed clause headings in Bill No. 1 (Preliminaries) then it is suggested that the 
following clause be inserted in the space provided in the contract data where 
changes made to the JBCC documentation are to be recorded:   'It is specifically 
agreed that the  note below calling for amendments to the standard JBCC 
Agreement to be listed in the space provided in the contract data or recorded in 'the 
single referenced Annexure' shall not apply .  Where standard clauses or 
alternatives are not entirely applicable to this agreement such amendments, 
modifications, corrections or supplements as will apply are given under each 
relevant clause heading in Bill No 1 (Preliminaries) and such amendments, 
modifications, corrections or supplements shall take precedence notwithstanding the 
note below and notwithstanding the provisions of clause 5.6 of the JBCC Principal 
Building Agreement'   Not doing as suggested above when adhering to the system 
generally used by quantity surveyors up to now may result in any amendments 
within Bill No. 1 (Preliminaries) being considered null and void, which could then lead 
to major claims

0 The following paragraph should in addition be inserted   ? Where standard clauses 
or alternatives are not entirely applicable to this  agreement  such amendments, 
modifications, corrections or supplements as will apply are given under each 
relevant clause heading and such amendments, modifications, corrections or 
supplements shall take precedence notwithstanding anything to the contrary 
contained in the abovementioned documents ?

0 PREAMBLES FOR TRADES



0 USER NOTE   The Model Preambles for Trades 2008 published by the Association 
of South African Quantity Surveyors is designed to support and extend the 
abbreviated descriptions utilised in these bills of quantities by inter alia referring to 
SANS construction standards.  Where such model preambles are not 
applicablenone  (eg where BS or Euro construction standards are applicable or the 
design consultants provide other preambles/specifications for insertion), users are to 
ensure that the abbreviated descriptions when read in conjunction with the Standard 
System of Measuring Building Work (seventh edition) for works within South Africa 
or the Standard Method of Measuring Building Work for Africa 2015 (first edition) for 
works elsewhere in Africa, represent the full description by extending the 
abbreviated bills of quantities descriptions and/or by inserting appropriate preambles 
or specifications   Note that the text of the Standard System of Measuring Building 
Work (seventh edition) and that of the Standard Method of Measuring Building Work 
for Africa 2015 (first edition) is the same

0 The Model Preambles for Trades 2008 as published by the Association of South 
African Quantity Surveyors shall be deemed to be incorporated in these  bills of 
quantities  and no claims arising from brevity of description of items fully described 
in the said Model Preambles will be entertained

0 Note that the text of the Standard System of Measuring Building Work (seventh 
edition) and that of the Standard Method of Measuring Building Work for Africa 2015 
(first edition) is the same

0 Supplementary preambles and/or specifications are incorporated in these  bills of 
quantities  to satisfy the requirements of this project. Such supplementary preambles 
and/or specifications shall take precedence over the provisions of the Model 
Preambles

0 The  contractor's  prices for all items throughout these  bills of quantities  shall take 
account of and include for all of the obligations, requirements and specifications 
given in the Model Preambles and in any supplementary preambles and/or 
specifications

0 STRUCTURE OF THIS PRELIMINARIES BILL

0 Section A :  A recital of the headings of the individual clauses of the aforementioned  
JBCC Principal Building Agreement

0 Section B : A recital of the headings of the individual clauses of the aforementioned 
Preliminaries document

0 Section C : Any special clauses to meet the particular circumstances of the project

0 PRICING OF PRELIMINARIES

0 Should the  contractor  select Option A in the  contract data  for the adjustment of  
preliminaries , the amounts entered against the relevant items in these  preliminaries  
are to be divided into one or more of the three categories provided namely fixed (F), 
value related (V) and time related (T)

0 SECTION A: PRINCIPAL BUILDING AGREEMENT

0 Interpretation (A1 - A7)

0 Clause 1.0 - Definitions and interpretation   Definition of agreement   The definition 
of  agreement  is replaced with the following definition :   'AGREEMENT  : The JBCC 
Principal Building Agreement, the completed JBCC PBA  contract data, the  contract 
drawings, the priced documents and any other documents reduced to writing and 
signed by the parties'   Pricing of bills of quantities   The  contractor  is to allow 
opposite each item for all costs in connection therewith. All prices to include, unless 
otherwise stated, for all materials, fabrication, conveyance and delivery, unloading, 
storing, unpacking, hoisting, labour, setting, fitting and fixing in position, cutting and 
waste (except where to be measured in accordance with the standard system of 
measurement), patterns, models and templates, plant, temporary works, returning of 
packaging, duties, taxes (other than Value Added Tax), imposts, establishment 
charges, overheads, profit and all other obligations arising out of this agreement . 
Value Added Tax (VAT) is to be separately stated on the summary page of these 
bills of quantities   Items left unpriced will be deemed to be covered in prices against 
other items throughout these bills of quantities and no claim for any extras arising 
out of the  contractor's  omission to price any item will be entertained   Prices for all 
construction equipment, temporary works, services and other items shall include for 
the supply, maintenance, operating cost and subsequent removal and making good 
as necessary   Abbreviated descriptions   The items in these bills of quantities utilise 
abbreviated descriptions.  It is the intention that the abbreviated descriptions be fully 
described when read with the applicable measuring system and the relevant 
preambles and/or specifications. However, should the full intent and meaning of any 
description not be clear, the contractor  shall, before submission of his tender, call 
for a written directive from the principal agent , failing which it shall be assumed that 
the contractor has allowed in his pricing for materials and workmanship in terms of 
international best practice   Legal status of contractor   If the contractor constitutes a 
joint venture, consortium or other unincorporated grouping of two or more persons 
then:   1. These persons are deemed to be jointly and severally  liable to the 
employer for the performance of this agreement 2. These persons shall notify the 
employer of their leader  who has authority to bind the contractor and each of  these 
persons 3. The contractor shall not alter its composition or legal  status without the 
prior written consent of the employer   Errata by JBCC   Omit from definition of 
construction period the words : 'excluding annual holiday periods' Omit from 
definition of preliminaries the word : 'priced'

Item



0 Clause 2.0 - Law, regulations and notices     User note  Insert the following where a 
health and safety specification is NOT yet available   ?Health and safety Without 
limiting the generality of the provisions of clause 2.0, the contractor's attention is 
drawn to the provisions of Construction Regulations issued in terms of the 
Occupational Health and Safety Act, 1993. It is specifically stated that the  employer  
shall prepare a documented health and safety specification for the works and that 
the  employer shall ensure that the contractor has made provision for the cost of 
health and safety measures during the execution of the works. The contractor shall 
price opposite this item for compliance with the act and the regulations and the 
reasonable provisions of the aforementioned health and safety specification [2.1] ?   
User note    Insert the following where a health and safety specification IS available     
?Health and safety Without limiting the generality of the provisions of clause 2.0, the 
contractor's attention is drawn to the provisions of Construction Regulations issued 
in terms of the Occupational Health and Safety Act, 1993. It is specifically stated that 
the  employer  shall prepare a documented health and safety specification for the  
works  (refer to Annexure ? for a copy of the relevant specification) and that the  
employer  shall ensure that the  contractor  has made provision for the cost of health 
and safety measures during the execution of the works . The contractor shall price 
opposite this item for compliance with the act and the regulations and the provisions 
of the aforementioned health and safety specification [2.1] ?   The contractor shall:    
1. Comply with the health and safety specification for the  works     2. Prepare and 
agree with the health and safety consultant the health and safety plan for the  works  
3. Co-operate with the health and safety consultant in all respects   4. Manage the 
compliance of all subcontractors with the regulations and with the health and safety 
plan and specification     5. Conform to the conditions contained in the employer's 
safety specification       User note    Insert ONE of the following for residential 
developments only     ?  NHBRC levies   The  employer  shall allow for and pay any 
levies required by the National Home Builders Registration Council (NHBRC).  The 
contractor warrants that he is registered and will maintain registration with the 
NHBRC for the duration of this  agreement  [2.1] ?     ?  NHBRC levies   The  
employer  shall allow for and pay any levies required by the National Home Builders 
Registration Council (NHBRC).  The contractor warrants that he is registered and will 
maintain registration with the NHBRC for the duration of this  agreement  [2.1] ? Item

0 Clause 3.0 - Offer and acceptance Item

0 Clause 4.0 - Assignment and cession Item

0 Clause 5.0 -  Contract documents      Value Added Tax   Provision is made in the 
summary page of these bills of quantities for the inclusion of Value Added Tax (VAT)      
User note    The contract drawings are to be listed in the contract data.  If insufficient 
space is available for such listing or for any other reason then reference should be 
made in the contract data as to where the contract drawings are listed.  One of the 
following clauses may be used     Insert the following where only a few contract 
drawings are applicable     ?Contract drawings   The contract drawings are as listed 
on the contents page of the bills of quantities [5.1] ?      Insert the following where 
numerous contract drawings are applicable     ?Contract drawings   Refer to 
Annexure ? for a list of the contract drawings [5.1] ?      Priced document as 
specification     Clause 5.3 is deemed to be deleted   The principal agent shall 
decide which portion of the  priced document  may be used as a specification of  
materials and goods or methods, if any    User note    Insert the following where 
applicable     ?Electronic issue of drawings   All drawings for this project will be 
issued electronically and the contractor shall be deemed to have received such 
drawings on the date that such drawings have been dispatched electronically [5.5]    
Precedence Clause 5.6 is deemed to be deleted.  The provisions of the Bill No. 1 
(Preliminaries) shall take precedence over any other documents which constitute this 
agreement [5.6]

Item



0 Clause 6.0 -  Employer's agents   ?  Delegated authority   The authority of the 
principal agent to issue contract instructions and perform duties for specific aspects 
of the works is delegated to  agents  as follows [7.2]: ?   User Note Add delegated 
authority as may be required for other relevant consultants not listed hereinafter   ? 
1. Architect   User Note Insert the following but remove where the consultant is not 
relevant to this agreement. Edit both the duties and the contract instructions of the 
consultant in keeping with the wishes of the  principal agent Note that the contract 
instructions hereinafter are those listed in clause 17.0 of the JBCC PBA   1.1 Duties 
:  The architect is responsible for the architectural design, functional design and 
quality inspection of the  works 1.2  Contract instructions  [17.0] : 1.2.1 Rectification 
of discrepancies, errors in descriptions or  omissions in  contract documents  other 
than this  agreement 1.2.2 Alteration to design, standards or quantity of the  works  
provided that such  contract instructions  shall not  substantially change the scope of 
the  works 1.2.3 The  site  [13.2.4] 1.2.4 Compliance with the  law , regulations and 
bylaws [2.1] 1.2.5 Provision and testing of samples of  materials and  goods , of 
finishes and assemblies of elements of the  works 1.2.6 Opening up of work for 
inspection, removal or  re-execution 1.2.7 Removal or re-execution of work 1.2.8 
Removal or substitution of any materials and goods 1.2.9 Protection of the  works 
1.2.10 Making good physical loss and repairing damage to the  works  [8.0] 1.2.11 
Rectification of  defects  [21.2] 1.2.12 A  list for practical completion  specifying 
outstanding or defective work to be rectified to achieve practical completion and a 
list for completion and a list for final completion specifying outstanding or defective 
work to be rectified to achieve final completion 1.2.13 Expenditure of  budgetary 
allowances ,  prime cost  amounts  and  provisional sums 1.2.14 Appointment of a  
subcontractor  [14.0; 15.0] 1.2.15 Termination of a nominated  n/s subcontract  
agreement  [27.2.8] 1.2.16 Work by (a)  direct contractor (s) [17.0] 1.2.17 Access by 
other or previous contractors to remedy  defective work 1.2.18 Removal from the  
site  of any person employed on the  works 1.2.19 Removal from the  site  of any 
person not engaged on  or connected with the  works 1.2.20 On termination, 
protection of the  works , removal of  construction equipment  and surplus  materials 
and  goods  [29.0]   ? 2. Quantity surveyor   User note Insert the following but 
remove where the consultant is not relevant to this agreement. Edit both the duties 
and the contract instructions of the consultant in keeping with the wishes of the 
principal agent Note that the contract instructions hereinafter are those listed in 

Item

0 Clause 7.0 - Design responsibility Item

0 Insurance and security (A8 - A11)

0 Clause 8.0 -  Works risk Item

0 Clause 9.0 - Indemnities Item

0 Clause 10.0 - Insurances Item

0 Clause 11.0 - Security      User note   If it is deemed advisable, the EXTENT of any 
security for payment may be stated as follows:     ?Security for payment     The 
employer shall provide to the contractor security for payment in the amount of ? 
............................................... ................... Rand (R ............................) ? [11.4.1, 
11.10] ?      User note    Where it is expected of the contractor to waive his lien in 
terms of clause 11.10, the waiver of lien may be extended to subcontracts as 
follows:      ? Extension of waiver of lien     The contractor shall ensure that a waiver 
of lien is included in all subcontracts and that the works executed on the site are 
kept free of all liens and other encumbrances at all times [11.10] ?   Errata by JBCC 
Clause 11.5  Replace "ten (10)" with "five (5)"

Item

0 Execution (A12 - A17)

0 Clause 12.0 - Duties of the parties   Provisions of clauses 12.1.2 to 12.1.6 and 
12.2.18   Refer to the contract data, the Preliminaries document and "Section B : 
Preliminaries" of this Bill No. 1 with reference to the provisions of clauses 12.1.2 to 
12.1.6 and 12.2.18 of the JBCC Principal Building Agreement   ? Office 
accommodation   The contractor shall provide, maintain and remove on practical 
completion air conditioned office accommodation with suitable tables and chairs for 
meetings to be held on the site. Such offices shall be kept clean and fit for use at all 
times [12.2.18] ?   ? Notice board   The contractor shall erect in a position approved 
by the principal agent, maintain and remove on practical completion a notice board 
recommended by the South African Institute of Architects and as approved by the 
principal agent listing the names and logos of the employer, the contractor, and the 
professional consultants. No subcontractor or supplier notice boards may be erected 
unless permission is granted by the principal agent for such notice boards to be 
erected [12.2.18] ? User note Clause 12.1.5 requires the employer to identify access 
to water, sewer, stormwater and/or electricity connections to the site. Should such 
information be available then it is to be stated here or in the contract data in detail 
with a suitable heading in bold. Reference as [12.1.5].  The user should, however, 
note that clauses 8.1 and 8.2 of the Preliminaries state that the employer does not 
warrant that any water or electricity supplies that may exist are adequate for the 
proper execution of the works.  Any ambiguity in this respect is to be dealt with   
Should access to water, sewer, stormwater and/or electricity connections not be 
identifiable due to such information not being available or the specific requirements 
of the contractor cannot be determined, then the following clause may be 
considered in which event a qualified tender may be expected    ? Access to water, 
sewer, stormwater and electricity connections   The employer is not in a position to 
identify access to water, sewer, stormwater and/or electricity connections to the site 
as may be suitable for the execution of the works. The contractor is to allow what he 
considers to be required and is to qualify his tender in detail in this regard, failing 
which it shall be taken that the contractor has allowed what will be required for the 
execution of the works.   In such case no claims for additional cost or loss shall be 
entertained [12.1.5] ? Statutory and other notices   User note Statutory and other 
notices which the contractor must submit and/or comply with before possession of 
the site can be given are to be stated here or in the contract data. Reference 
[12.1.6]   If specific information is not available then the user may consider a clause 

Item



0 Clause 13.0 - Setting out Item

0 Clause 14.0 - Nominated  subcontractors   Errata by JBCC Clause 14.1.4 Reference 
should read "[17.1.14]" Clause 14.6 Reference should read "[17.1.15; 27.1.8]" 
Clause 14.7.2 Reference should read "[27.1.8]" Clause 14.7.3 Reference should 
read "[27.2.8]" Item

0 Clause 15.0 - Selected  subcontractors   Errata by JBCC Clause 15.2 Reference 
should read "[17.1.14]" Clause 15.7.2 Reference should read "[27.1.8]" Clause 
15.7.3 Reference should read "[27.2.8]" Item

0 Clause 16.0 -  Direct contractors     Attendance on direct contractors     In respect of  
direct contractors  the contractor shall:   1. Designate an area for the  direct 
contractor  to establish a temporary office and workshop and storage of equipment 
and materials   2. Allow the use of personnel welfare facilities, where provided   3. 
Provide water, lighting and single phase electric power to a position within 50m of 
the place where the direct contract work is to be carried out, other than fuel or power 
for commissioning of any installation   4. Permit the  direct contractor  to use erected 
scaffolding, hoisting facilities, etc provided by the  contractor , in common with 
others having the like right while it remains erected on the  site  [16.1]   Errata by 
JBCC Clause 16.1.3 Reference should read "[26.5]"

Item

0 Clause 17.0 -  Contract instructions     ?  Site instructions     Instructions issued on  
site  are to be recorded in a site instruction book which is to be supplied and 
maintained on  site  by the contractor ?   Errata by JBCC Clause 17.1.3 Reference 
should read "[13.2.4]" Item

0 Completion (A18 - A24)

0 Clause 18.0 - Interim completion Item

0 Clause 19.0 -  Practical completion      User note    List with a suitable heading in 
bold any special requirements for  practical completion  here.  Reference as [19.3.1]

Item

0 Clause 20.0 - Sectional completion      User note    If sectional completion is 
applicable, then a clause with a suitable heading in bold should be inserted, or 
drawing(s) annexed, to define the various sections.  Reference as [20.1]   Errata by 
JBCC  Clause 20.2.2 Reference should read "[21.6.2]" Item

0 Clause 21.0 -  Defects liability period and  final completion   Errata by JBCC  Clause 
21.1 Delete the word "final" in the second last line Reference should read "[21.6.1]" 
Clause 21.9 Reference should read "[21.4 ; 21.6.1]" Item

0 Clause 22.0 -  Latent defects liability period Item

0 Clause 23.0 - Revision of date for  practical completion      Substitution of materials 
and goods   The removal or substitution of any materials and goods which do not 
conform to the specification or the contract drawings shall not constitute grounds for 
the extension of the construction period nor for the adjustment of the contract value 
[17.1.8, 23.1 & 2]   Errata by JBCC  Clause 23.2 Reference should read "[26.7]" 
Clause 23.2.1 Reference should read "[12.1.7]"

Item

0 Clause 24.0 -  Penalty  for late or non-completion Item

0 Payment (A25 - A27)

0 Clause 25.0 - Payment      Materials and goods prematurely on site   Materials and 
goods brought onto the site prematurely shall not be authorised for payment [25.3.2]   
User note Insert ONE of the following two clauses   ? Materials and goods stored off 
site   Materials and goods stored off site shall not be authorised for payment [25.3.2] 
?   ? Materials and goods stored off site   Materials and goods stored off site shall be 
authorised for payment subject to a guarantee for advance payment being provided 
to the employer [25.3.2] ?   ? Fluctuations in costs   All fluctuations in costs, with the 
exception of fluctuations in the rate of Value Added Tax, shall be for the account of 
the contractor [25.3.4] ?   Prices submitted   Where prices are submitted by the 
contractor or subcontractor during the progress of the works in respect of contract 
instructions or in regard to a claim under the terms of this agreement and 
notwithstanding the fact that such prices may be used in an interim payment 
certificate, there is to be no presumption of acceptance. Should the principal agent 
wish to accept any such prices prior to the issue of the certificate of final completion, 
it shall be in writing   Errata by JBCC Clause 25.2 The word : "final" in bold in the 
second line Clause 25.10.3 Reference should read "[25.13 ; 26.10]" New clause 
25.12.4 Add the words : "Terminate the agreement [29.14.7] where the listed options 
[25.12.1-3] have failed

Item



0 Clause 26.0 - Adjustment of the contract value and final account      User note Insert 
the following where tenant installations/users requirements may be delayed or 
omitted   ? Tenant installations/users requirements delayed   There is a possibility 
that certain works related to tenant installations/users requirements may have to be 
delayed and may consequently not be executed prior to practical completion   The 
employer reserves the right to omit such work without compensation to the 
contractor for loss of profit or any other loss which the contractor may suffer as a 
result of such omission   Should the contractor be instructed to do so he shall 
execute this work under the conditions pertaining to this agreement on the basis that 
a separate amount for preliminaries appurtenant to this work (if applicable) is agreed 
to between the contractor and the principal agent and on condition that instruction to 
proceed with such work is given to him within a period of three (3) calendar months 
after the date of practical completion of the works ?   Cost of claims   All costs 
incurred by the contractor in the preparation of claims shall be borne by the 
contractor. This provision shall not preclude an adjudicator or an arbitrator appointed 
in terms of this agreement [30.6,7] from making a determination on costs   The 
contractor shall review, assess and adjudicate any claims received by him from any 
subcontractor and thereafter submit same to the principal agent with a 
recommendation in order to assist the principal agent in adjudicating the claim [26.6]   
Errata by JBCC  Clause 26.4.2 Omit the entire clause and renumber thereafter New 
clause 26.4.3 "Other proven or unavoidable costs"

Item

0 Clause 27.0 - Recovery of expense and/or loss Item

0 Suspension and termination (A28 - A29)

0 Clause 28.0 - Suspension by the  contractor   Errata by JBCC New clause 28.1.5 
and renumber thereafter "Or where an agent has failed to act in terms of this 
agreement [6.4] Clause 28.2 Replace the word "defect" with "default" in the first line

Item

0 Clause 29.0 - Termination   Errata by JBCC  Clause 29.1.2 Delete the words : 
"within the period stated [CD]" Clause 29.14.1 Change as follows : "Provide or 
maintain a guarantee for payment......[11.4 - 5]" Clause 29.14.2 Reference should 
read "[12.1.7]" New clause 29.14.8 "Or where an agent has failed to act in terms of 
this agreement [6.4]" Item

0 Dispute resolution (A30)

0 Clause 30.0 - Dispute resolution Item

0 Agreement     The second sentence of the introduction where the parties sign the 
agreement, namely "Any provision in this agreement...… acceptance by such 
subcontractor at any time." is deemed to be deleted   The required information of the 
parties and the amount of the contract sum shall be inserted in the agreement for 
signature of the agreement by the parties Item

0 Contract data     Payment of preliminaries   Where Option B is applicable and the 
initial construction period is extended the monthly charge shall be recalculated on 
the same basis as was initially applied but taking into account the revised 
construction period and the amounts already paid to the contractor [CD26.0]   
Adjustment of preliminaries   Where the adjustment of preliminaries is in terms of 
Option A, the construction period and the initial construction period shall be 
calculated in working days [CD 26.0]   Where the adjustment of preliminaries is in 
terms of Option A and sectional completion is required, the contractor shall provide 
the principal agent with the division of the categorised amounts into sections. Should 
the contractor fail to provide such information within the period stipulated, the 
categorised amounts shall be prorated to the value of each section [ CD 26.0]   
Where the adjustment of preliminaries is required in terms of Option B and sectional 
completion is required, the contractor shall provide the principal agent with details of 
the resources required for each section and those that are common to sections. 
Should the contractor fail to provide such information within the period stipulated, 
Option A shall apply [CD 26.0]   User note Where removal of lateral support 
insurance is required and stated as such in the contract data for the employer to 
insure, it is to be noted that it may appear under "no" for the employer to insure 
where the contractor is to take out the other insurances. In such a case the following 
clause is to be inserted   Removal of lateral support insurance   Whilst it is stated in 
clause 10.0 of the contract data that the employer will not be responsible for works 
and other insurances the employer shall nevertheless be responsible for the removal 
of lateral support insurance in the amount stated ?   User note Refer to the user note 
on page 2 of this Bill No 1 (Preliminaries) and insert the proposed clause in the 
space provided in the contract data where changes made to the JBCC 
documentation is to be recorded should the user wish to adhere to the system of 
inserting amendments, modifications, corrections or supplements to the JBCC 
documentation under the listed clause headings in this Bill No 1 (Preliminaries)   
Tenderer's selection   Before submission of his tender the contractor is to complete 
the tenderer's selection in the contract data   User note All information for the above 
requires consultation with the contractor. The principal agent should not pre-select 
any of the alternatives available to the contractor   Note 4 on page 10 of the contract 
data   Note 4 on page 10 of the contract data which relates to any benefit or right in 
favour of any subcontractor shall be deemed to be deleted

Item

0 SECTION B: PRELIMINARIES

0 Interpretation (B1)

0 Clause 1.1 - Definitions Item

0 Clause 1.2 - Interpretation Item



0 Documents (B2)

0 Clause 2.1 - Checking of documents Item

0 Clause 2.2 - Provisional bills of quantities      User Note Check 'wet trades' included 
in the bills of quantities and edit the following clause as may be necessary     ?  
Multiple procurement     These bills of quantities are in multiple procurement format 
ie the 'wet trades' - earthworks, concrete, formwork and reinforcement, precast 
concrete, masonry, waterproofing and sub-surface drainage - are provisionally 
(fully?) measured and the subsequent trades are  budgetary allowances  and/or  
provisional sums  ? Item

0 Clause 2.3 - Availability of  construction information     ?  Budgetary allowances and 
provisional sums     The  budgetary allowances  ?and/or  provisional sums ? 
allocated for subsequent trades included in this  agreement  will be separately 
procured, based on multiple procurement of subcontractors during the  construction 
period  ? Item

0 Clause 2.4 - Ordering of materials and goods Item

0 Previous work and adjoining properties (B3)

0 Clause 3.1 - Previous work - dimensional accuracy Item

0 Clause 3.2 - Previous work -  defects Item

0 Clause 3.3 - Inspection of adjoining properties Item

0 The Site (B4)

0 Clause 4.1 - Defined works area Item

0 Clause 4.2 - Handover of site in stages Item

0 Clause 4.3 - Enclosure of the works Item

0 Clause 4.4 - Geotechnical investigation Item

0 Clause 4.5 - Encroachments Item

0 Clause 4.6 - Existing premises occupied Item

0 Clause 4.7 - Services - known Item

0 Clause 4.8 - Protection of trees and/or relevant natural features Item

0 Management of Contract (B5)

0 Clause 5.1 - Management of the works Item

0 Clause 5.2 - Progress meetings Item

0 Clause 5.3 - Technical meetings Item

0 Samples, shop drawings and manufacturer's instructions (B6)

0 Clause 6.1 - Samples of materials Item

0 Clause 6.2 - Workmanship samples Item

0 Clause 6.3 - Shop drawings Item

0 Clause 6.4 - Compliance with manufacturer's instructions Item

0 Deposits and fees (B7)

0 Clause 7.1 - Deposits and fees Item

0 Temporary services (B8)

0 Clause 8.1 - Water Item

0 Clause 8.2 - Electricity Item

0 Clause 8.3 - Ablution and welfare facilities Item

0 Clause 8.4 - Communication facilities Item

0 Prime cost amounts (B9)



0 Clause 9.1 - Responsibility for  prime cost amounts      User note    Where details of 
materials included in prime cost amounts are NOT readily available and it is 
therefore not possible for the contractor to price for waste, the relevant prime cost 
amount shall be inserted in the bills of quantities as a lump sum with the contractor 
being given the opportunity to separately price his overheads and profit and for 
taking delivery, etc as called for in this clause 9.1 of the preliminaries.  In such case 
the fixing only or installation only of the relevant materials shall be provisionally 
measured for the contractor to price and shall be re-measured upon completion     
Where details of materials for which prime cost amounts are to be allowed ARE 
readily available, the quantity surveyor may elect to insert the relevant prime cost 
amount in measured items, which measured items shall contain sufficient detail for 
the contractor to price for fixing and installation, waste, etc

Item

0 Attendance on subcontractors (B10)

0 Clause 10.1 - General attendance      User note    General attendance is defined as 
being the duties of the contractor in terms of clause 12.2 of the JBCC n/s 
subcontract agreement Item

0 Clause 10.2 - Special attendance      User note    Insert details after the provisional 
sums (nominated or selected subcontract amount) for any special attendance where 
specifically required for each subcontractor separately     It is important to note that 
general attendance only requires the contractor to 'permit the subcontractor to use 
erected scaffolding, hoisting facilities, etc provided by the contractor, in common 
with others having the like right while it remains erected on the site' (refer to 12.2.13 
of the JBCC n/s subcontract agreement).  Many subcontractors qualify their tenders 
to exclude scaffolding and/or hoisting facilities.  Especially scaffolding could be an 
expensive item and it may be necessary in order to avoid claims to require the 
contractor to provide for the extended use of scaffolding for specific subcontracts 
within a description of 'special attendance' in the applicable bill

Item

0 General (B11)

0 Clause 11.1 - Protection of the works Item

0 Clause 11.2 - Protection/isolation of existing/sectionally occupied works Item

0 Clause 11.3 - Security of the works Item

0 Clause 11.4 -  Notice  before covering work Item

0 Clause 11.5 - Disturbance Item

0 Clause 11.6 - Environmental disturbance Item

0 Clause 11.7 -  Works cleaning and clearing Item

0 Clause 11.8 - Vermin Item

0 Clause 11.9 - Overhand work Item

0 Clause 11.10 - Tenant installations by direct contractors Item

0 Clause 11.11 - Advertising Item

0 Preliminaries Schedule (B12)



0 Information for completion of schedule     Information necessary for elections and 
completion of those clauses contained in the preliminaries schedule which are 
necessary for tender purposes is given hereunder.  Where no information is given it 
shall mean that no specific requirements are expected or that the clause is not 
relevant to this specific contract     12.1 - Provisional bills of quantities  [2.2]    The 
quantities are provisional ? Yes/No ?     12.2 - Availability of  construction 
information  [2.3]    Construction documentation  is complete? Yes/No ?     12.3 - 
Previous work - dimensional accuracy [3.1]     12.4 - Previous work -  defects  [3.2]     
12.5 - Inspection of adjoining properties [3.3]     12.6 - Defined works area [4.1]   
User Note Describe the restrictions to the site or areas that the contractor may not 
occupy.  Reference as [PBA 12.1.4]   12.7 - Handover of site in stages [4.2]   User 
note Describe in detail where handover of the site to the contractor is done in stages   
12.8 - Enclosure of the works [4.3]   12.9 - Geotechnical investigation [4.4]   User 
note Insert the following clause should a geotechnical investigation report be 
available and insert the following annexure   ?Refer to Annexure ? For the results of 
a geotechnical investigation repot ?   12.10 Existing premises occupied [4.6]   User 
note If the existing premises are occupied state it here and describe the detail and/or 
specific requirements. Reference as [PBA 12.1.2]   12.11 - Services - known [4.7]   
User note Insert details should the contractor be responsible for the preservation of 
known services. Reference as [PBA 12.1.3]   12.12 - Protection of trees and/or 
relevant natural features [4.8]   User note Expand clause 4.8 of the Preliminaries 
should there be specific requirements for the preservation of trees or relevant 
natural features. Reference as [PBA 12.1.3]   12.13 - Water [8.1]   Option A (by 
contractor) ? Yes/No ? Option B (by employer - free of charge) ? Yes/No ? Option C 
(by employer - metered) ? Yes/No ?   12.14 - Electricity [8.2]   Option A (by 
contractor) ? Yes/No ? Option B (by employer - free of charge) ? Yes/No ? Option C 
(by employer - metered) ? Yes/No ?   12.15 - Ablution and welfare facilities [8.3]   
Option A (by contractor) ? Yes/No ? Option B (by employer) ? Yes/No ?   12.16 - 
Communication facilities [8.4]   12.17 - Protection of the works [11.1]   12.18 - 
Protection/isolation of existing/sectionally occupied works [11.2]   Protection/isolation 
is required ? Yes/No ?   12.19 - Disturbance [11.5]   User note The following clause 
may be used should "disturbance" [11.5] need to be extended   ? All work is to be 
carried out in such a manner as to cause no unacceptable or unreasonable dust, 
noise, vibrations, nuisance, inconvenience, annoyance and the like to the public, 

Item

0 SECTION C: SPECIFIC PRELIMINARIES

0 User note Users shall avoid inserting in Section C items which may be construed as 
amending, modifying, correcting or supplementing the provisions of the JBCC 
Principal Building Agreement. Such amendments, modifications, corrections or 
supplements should be kept to the absolute minimum and should be inserted in the 
space provided in the contract data or in a single referenced annexure as stipulated 
in the contract data or, when taking into account the methodology suggested in the 
user note on page 2 of this Bill No. 1, should be inserted in Section A under the 
recited clause headings of the JBCC Principal Building Agreement in this Bill No. 1

0 User note : Selected examples of typical clauses are provided to indicate ways of 
describing such clauses. Users must delete, adapt or add to these examples to suit 
their particular circumstances

0 Specific Preliminaries

0 Warranties for materials and workmanship     Where warranties for materials and/or 
workmanship are called for, the contractor shall obtain a written warranty, addressed 
to the  employer , from the entity supplying the materials and/or doing the work and 
shall deliver same to the principal agent on the final completion of the contract     
The warranty shall state that workmanship, materials and installation are warranted 
for a specific period from the date of  final completion and that any defects that may 
arise during the specified period shall be made good at the expense of the entity 
supplying the materials and/or doing the work, upon written  notice  to do so.     The 
warranty will not be enforced if the work is damaged by defects in the execution of 
the works , in which case the responsibility for replacement shall rest entirely with 
the  contractor

Item

0 Overtime     Should overtime be required to be worked for any reason whatsoever, 
the costs of such overtime is to be borne by the contractor unless the principal agent 
has specifically authorised, in writing, prior to execution thereof, that costs for such 
overtime are to be borne by the employer Item

0 Co-operation of the contractor for cost management     It is specifically agreed that 
the contractor accepts the obligation of assisting the principal agent in implementing 
proper cost management.  The contractor will be advised by the principal agent of all 
cost management procedures which will be implemented to ensure that the final 
building cost does not exceed the budget Item

0 Overloading     The contractor shall take all necessary steps to ensure that no 
damage occurs due to overloading of any portion of the works or temporary works 
eg scaffolding, etc.  The contractor shall submit details of his proposed loading, 
storage, plant erection, etc to the principal agent for approval prior to proceeding 
with such loading, storing or erecting and shall comply with and pay for the principal 
agent's requirements in connection with the provision of temporary support work, 
etc.  Any damage caused to the  works  by overloading shall be made good by the 
contractor at his sole expense

Item



0 Propping of floors below     The contractor is advised that propping of floors below 
may be required if he wishes to use any areas of completed suspended reinforced 
concrete slabs for vehicle access, storage of materials and goods and location of 
plant, scaffolding, etc.  The location of these areas and any necessary propping 
shall be approved by the  principal agent and the cost thereof shall be borne by the 
contractor Item

0 Testing of flat roof waterproofing for watertightness     Flat roof waterproof areas 
shall be prepared with small sand dykes around them of a size and enclosing an 
area approved by the principal agent , flooded with water and kept 'ponde for at 
least forty (40) hours as a test to ensure the watertightness of the waterproofing and 
before any further construction work is carried out above the waterproofing Item

0 Green star building certification     User note    Insert the provisions called for by the 
relevant green star consultant should it be a requirement that the project be 
submitted for green star certification Item

0 Broad based black economic empowerment (BBBEE)     Tenders submitted will be 
evaluated taking into account their empowerment rating     The employer will be 
monitoring the black economic empowerment status of the contractor throughout the 
execution of the works     The contractor is to submit to the principal agent on an 
annual basis a schedule of spend, split into vendors engaged as subcontractors and 
suppliers indicating their BBBEE rating including proof of the said rating

Item

0 Advertising rights     The  employer  may elect to contract with advertising agencies 
for the erection of advertising hoardings, banners, wraps or the like for the duration 
of the contract.  The contractor shall not prevent such an arrangement and will assist 
in the facilitation of same.  Position and type of advertising structure to be agreed 
with the principal agent so as not to hinder the contractor in the meeting of his 
obligations under this agreement Item

0 Confidentiality     The contractor undertakes to maintain in confidence any and all 
information regarding this project and shall obtain appropriate similar undertakings 
from all  subcontractors  and suppliers.  Such information shall not be used in any 
way except in connection with the execution of the works     No information 
regarding this project shall be published or disclosed without the prior written 
consent of the employer Item

0 Media releases     All rights of publication of articles in the media, together with any 
advertising relating thereto or in any way connected with this project, shall vest with 
the employer     The contractor together with his subcontractors shall not, without the 
prior written consent of the employer, cause any statement or advertisement to be 
printed, screened or aired by the media Item

0 SUMMARY OF CATEGORIES

0 Category : Fixed  R...........................  Category : Value  R...........................  
Category : Time   R........................…..

Bill Total



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 1 SECTION NO. 2 H1

BILL NO. 1 

2 1 EARTHWORKS H1

2 1 PREAMBLES H2

2 1 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.

2 1 SUPPLEMENTARY PREAMBLES H2

2 1 Proprietary products in descriptions H3

2 1 Proprietary products shall be used as specified. Substitute
 products of similar quality and specification may only be used
 with prior approval by the Principal Agent.

2 1 Nature of ground H3

2 1 The nature of the ground is assumed to be loose sandy
 material, therefore "earth", but possibly interspersed with "hard
 rock" or "soft rock"

2 1 Carting away of excavated material H3

2 1 Descriptions of carting away of excavated material shall be
 deemed to include loading excavated material onto trucks
 directly from the excavations or, alternatively, from stock piles
 situated on the building site 

2 1 Filling H3

2 1 Notwithstanding the reference to prescribed multiple handling in
 clause 1 page 6 of the Standard System of Measuring Building
 Work, prices for filling and backfilling shall include for all
 selection and any necessary multiple handling of material.
 

2 1 Dewatering of excavations H3

2 1 The Contractor shall allow for removing seepage and other
 water from subterranean sources from the excavations by
 pumping, baling or otherwise.

Accurate records of all such dewatering shall be kept to
 determine the total volume of water so removed and a clear
 distinction shall be made between water from subterranean
 sources and other water.

2 1 Density testing on filling H3

2 1 Rates for filling, etc. shall include for all density and soil type
 testing to prove that the specified compaction is achieved.

When additional testing is done on instruction of the  Principal
 Agent and these tests are successful, they will be paid for
 additionally.

Prices for filling are to include for all necessary density tests in
 accordance with SABS 1200D.

2 1 Formwork H3

2 1 Formwork to sides of bases, pile caps, ground beams, etc will
 only be measured where it is prescribed by the engineer for
 design reasons. Formwork necessitated by irregularity or
 collapse of excavated faces will not be measured and the cost
 thereof shall be deemed to be included in the allowance for
 taking the risk of collapse of the sides of the excavations,
 provision for which is made in "Earthworks".



SITE CLEARANCE

1
Removal of grass, shrubs and debris on the entire site including dumping to a site 
found by the contractor m2 2200

1
Removal of debris materials, shrubs and cartway to a dumpsite found by the 
contractor Including removal of top soil to a depth of 150mm m2 200

2 1 EXCAVATION, FILLING, ETC 

2 1 Excavation in earth not exceeding 2 m deep 

2 1 1 Trenches m³ 72

2 1 Excavation in earth exceeding 2m and not exceeding 4m H3
 deep: 

2 1 3 Toilet pit m³ 27

2 1 Extra over trench and hole excavations in earth for H3
 excavation in  

2 1 4 Soft rock  m³ 5

2 1 5 Hard rock  m³ 5

2 1 Extra over all excavations for carting away  H3

2 1 6 Surplus material from excavations and/or stock piles on site to m³ 290
 a dumping site to be located by the contractor

2 1 Risk of collapse of excavations  H3

2 1 7 Sides of trench and hole excavations not exceeding 1,5 m deep m² 112

2 1 8 Sides of trench and hole excavations exceeding 1,5m deep m² 22

2 1 Keep excavations free of water  H3

2 1 9 Keeping excavations free of water Item 1

2 1 Earth filling obtained from the excavations and/or H3
 prescribed stock piles on site compacted to 95% Mod
 AASHTO density 

2 1 10 Backfilling to trenches, holes, etc m³ 11

2 1 11 Under floors, steps, pavings, etc m³ 31

2 1 Approved earth filling (G7) supplied and carted onto site H3
 by the Contractor, well watered and compacted in layers
 not exceeding 150mm thick to obtain 98% Mod AASHTO
 density: 

2 1 Imported G7 material compacted to 95%
Mod. AASHOTO :

2 1 to underside of stripfooting m³ 11

2 1 12 Backfilling to trenches, holes, etc m³ 51

2 1 13 Under Floors, etc m³ 31

2 1 Selected approved grade (G5) quality material supplied by H3
 the contractor, spread, well watered and compacted in not
 exceeding 150 mm thick layer to obtain 98% modified
 AASHTO density 



2 1 14 Under floors m³ 46

2 1 Coarse river sand filling supplied by the contractor H3

2 1 15 Under floors, etc m³ 46

2 1 Compaction of surfaces H3 0

2 1 16 Compaction of in-situ material under floors, etc including m³ 310
 scarifying for a depth of 150 mm, breaking down oversize
 material, adding suitable material where necessary and com
pacting to 93% Mod AASHTO density 

2 1 Prescribed density tests on filling H3

2 1 17 Allow for compaction tests to be carried out by a Consulting No 4
 Engineer's laboratory and deliver the results to the Principal
 Agent within 24 hours of the tests being completed

2 1 PROTECTION AGAINST TERMITES H1

2 1 Soil insecticide H1

2 1 18 Under floors, etc including forming and poisoning shallow m² 310
 furrows against foundation wall, etc and filling in furrows and
 ramming

2 1 19 To bottoms and sides of trenches, etc m² 310

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

SECTION 2

BILL  No. 2

CONCRETE, FORMWORK AND REINFORCMENT

2 2 UNREINFORCED CONCRETE CAST AGAINST EXCAVATED SURFACES H2

15 MPA/19mm Stone

2 2 19 100mm thick Concrete apron m³ 19

15MPa/19mm Stone Mass Concrete

2 2 20 Filling to holes of 190 mm blockwork m³ 15

REINFORCED CONCRETE

2 2 25 Mpa/19 mm concrete H3

2 2 20 Steps m³ 6

2 2 22 Strip footings  m³ 27

2 2 23 Concrete in filling holes of 178 mm block wall m³ 8

2 2 25 Toilet pit base m³ 16

2 2 26
Surface beds on waterproofing in panels including forming saw  cut joints, 
toggle construction joints, etc (Panels not exceeding  12m) m³ 50

2 2 26

1000mm Wide x 130mm average thick V shaped channels with rounded 
salient edges and finished on all exposed surfaces with 2:1 cement mortar, 
laid to falls with control joints formed with 12mm bitumen out for a depth 
of 10mm and sealed with two part grey polysulphide impregnated 
softboard with all exposed edges of softboard raked sealant at maximum 
3000mm centres including all necessary excavations and formwork m 100

2 2 27 Extra over last for labour and material in forming 150 mm m 2
 Diameter half round channel to falls in top

2 2 30 MPa/19 mm Concrete: H3 0

2 2 28 Slabs, beams and inverted beams including striking off and m³ 20
 curing slabs

2 2 Sundries H3 0

2 2 31 Leave or form a hole for pipe not exceeding 50 mm diameter in No 1
 250 mm thick reinforced concrete slab

2 2 32 Leave or form a hole for pipe not exceeding 150 mm diameter No 2
 in 250 mm thick reinforced concrete slab

2 2 Finishing top surfaces of concrete smooth with a power H3
 float 

2 2 33 Surface beds, slabs, etc m² 310

2 2 TEST BLOCKS H2

2 2 34 Making and testing 150 x 150 x 150 mm concrete strength test No 12
 cube



2 2 FORMWORK H2

2 2 ROUGH FORMWORK (DEGREE OF ACCURACY III) H2
 (CPAP Work Group No 111) 

2 2 Permanent Formwork to Sides and Soffits: H3

2 2 35 Slabs propped up not exceeding 3,5m high m² 15

2 2 Extra on permanent formwork for boxing or blocking in or H3
 boxing out to form: 

2 2 36 450 mm Diameter opening through 250 mm thick slab No 4

2 2 37 450 x 600 mm rebated opening through 250 mm slab for No 2
 manhole and frame (elsewhere)

2 2 Smooth Formwork to Sides: H3

2 2 38 Sides of beams and slabs m² 19

2 2 39 Formwork to edge of 100 mm thick surface bed including m 48
 boxing in to form 25 x 25 mm twice splayed joggle joint in
 centre including cement slurry to once face.

2 2 40 Edges, risers, ends and reveals not exceeding 300mm high or m 10
 wide

2 2 REINFORCEMENT H2

2 2 Fabric reinforcement  H3

2 2 41 Ref 193 fabric reinforcement in concrete surface beds, slabs, m² 310
 etc
 

2 2 43 Strip footing reinforcement  using Ref 617 Mesh wire m² 125

2 2 High steel reinforcement to structural concrete work: H3

2 2 44 08 mm Diameter bars t 1

2 2 45 10 mm Diameter bars t 1

2 2 46 12 mm Diameter bars t 1

2 2 47 16 mm Diameter bars t 1

TOTAL CARRIED TO SUMMARY PAGE



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 3 SECTION 2

2 3 BILL NUMBER 3

2 3 MASONRY H2

2 3 FOUNDATION BLOCKWORK

2 3 Blockwork (minimum 7MPa) in class II mortar H3

2 3 48 220 mm Walls - Toilet Pits m² 75

2 3 49 220mm Walls - Main Hall m² 140

2 3 50 Extra over 190 mm block wall for 78 mm M4 Quarter block m² 18

2 3 51 Extra over 190 mm walls for 190x190 mm attached stiffener  piers m 10

2 3 MOVEMENT JOINTS, ETC. H2

2 3 52 12 mm Bitumen impregnated fibre board built in vertically m² 100
 through block walls

2 3 Saw-cut joints: H3

2 3 53 3 x 40 mm Saw-cut joints in top of concrete m 80

2 3 Blockwork reinforcement  H3

2 3 54 70 mm Wide reinforcement built in horizontally m 68,22

2 3 55 150 mm Wide reinforcement built in horizontally  m 812,91

2 3 High tensile steel rod reinforcement H3

2 3 56 12 mm Diameter rods in reinforcing blockwork, etc t 1

2 3 SUPERSTRUCTURE H2

2 3 Blockwork in class II cement mortar  H3

2 3 57 220 mm Wide ring beam U-blocks filled with and including 25 m 110
 MPa 19 mm concrete and two bars of Y10 steel reinforcing bar
 embedded in concrete

2 3 58 140 mm Walls - Main Hall m² 329

59 140mm walls - Toilet Wall m² 58

60 90mm walls - Toilet Wall m² 33

2 3 BLOCKWORK SUNDRIES H2

2 3 Joint forming material in movements joints  H3

2 3 61 12 mm Bitumen impregnated soft board built in vertically m² 30
 between block skins

2 3 Turning pieces H3

2 3 62 190 mm wide turning piece to lintels, etc m 10

2 3 Air Bricks H3

2 3 63 225 x 150 mm High approved Terra Cotta louvred air gratings, Pair 10
 covered on back with mosquito gauze and building into existing
 178 mm block wall, including forming straight flue through wall
 with fair cut flat arch over, and with sides rendered in (3:1)
 cement mortar

2 3 Blockwork reinforcement  H3

2 3 64 90 mm Wide reinforcement built in horizontally m 126,63

2 3 65 140 mm Wide reinforcement built in horizontally  m 1468,79



2 3 Galvanised hoop iron cramps , ties ,etc  H3

2 3 66 38 x 1.6 mm Roof tie 1.80 m long with one end fixed to timber No 40
 and other end built into blockwork

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 4 SECTION. 2 H1

BILL NO. 4 

2 4 WATERPROOFING H1

2 4 PREAMBLES H2

2 4 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.

2 4 SUPPLEMENTARY PREAMBLES H2

2 4 Waterproofing H3

2 4 Waterproofing of roofs, basements, etc shall be laid under a ten
 year guarantee.  Waterproofing to roofs shall be laid to even
 falls to outlets etc with necessary ridges, hips and valleys.
 Descriptions of sheet or membrane waterproofing shall be
 deemed to include additional labour to turn-ups and turn-downs

2 4 DAMPPROOFING OF WALLS AND FLOORS  H2

2 4 One layer of 370 micron "Consol Plastics Brickgrip DPC" H3
 embossed damp proof course  

2 4 1 In walls m² 400

2 4 One layer of 250 micron "Consol Plastics Gunplas USB H3
 Green" waterproof sheeting sealed at minimum 150 mm
 laps with "Gunplas pressure Sensitive tape " and tucked
 under all dampproof courses   

2 4 2 Under surface beds  - Main Hall m² 310

Under sureface beds - Toilet m² 24,81

2 4 JOINT SEALANTS ETC H2

2 4 Approved two-part grey polysulphide sealing compound H3
 including backing cord, bond breaker, primer, etc 

2 4 3 3 x 50 mm In saw cut joints in floors m 80

2 4 4 12 x 20 mm In expansion joints in walls including raking out m 200
 expansion joint filler as necessary

2 4 5 10 x 20 mm In expansion joints in floors including raking out m 120
 expansion joint filler as necessary

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

BILL NO. 5 

ROOF COVERINGS 

2 5 PREAMBLES H2

2 5 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.

2 5 SUPPLEMENTARY PREAMBLES H2

2 5 Proprietary products in descriptions H3

2 5 Proprietary products shall be used as specified. Substitute
 products of similar quality and specification may only be used
 with prior approval by the Principal Agent.

2 5 Fixing H3

2 5 Fixing shall be done according to SABS 1200HB with minimum
 225mm end laps.

2 5 Guarantee H3

2 5 The contractor will be required to provide a written guarantee,
 stating that :

1. The roof sheeting is of the specified thickness.

2. The client is indemnified against any defects, including colour
 deterioration for a minimum period of 15 years.

2 5 STEEL ROOF SHEETING AND ACCESSORIES H2

2 5 0,6 mm "IBR 686" Galvanized roof sheets with chromadek H3
 finish to one side in continuous lengths fixed to timber
 purlins (elsewhere measured) with 0.6 mm galvanized steel
 accessories with chromadek finish to one side all in strict
 accordance with the manufacturers instructions 

2 5 1 Roof covering with pitch not exceeding 25 degrees - Main Hall m² 322,40

Roof covering with pitch not exceeding 25 degrees - Toilet m² 26,00

2 5 2 Ridge capping 462 mm girth bent on site to suit angle of roof m 160,96
 slope

2 5 3 Headwall flashing 462 mm girth m 160,96

2 5 4 Counter flashing 185 mm girth m 64,45

2 5 5 Ridge finial to end of ridge capping fixed with galvanized steel No 2
 verandah bolt

2 5 6 Moulded narrow flute polyclosers with serrated closers to suite m 52
 IBR profile

2 5 7 Broad flute polyclosers with serrated closers to suite IBR profile m 52

2 5 ROOF AND WALL INSULATION H2

2 5 "Sisalation 420" heavy industrial grade aluminium foil H3
 based insulation 

2 5 8 Insulation laid taut over steel purlins (at approximately 1400 m² 348,40
 mm centres) and fixed concurrent with roof covering including
 galvanised steel straining wires

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 6 SECTION NO. 2 H1

BILL NO. 6 

2 6 CARPENTRY AND JOINERY H1

2 6 PREAMBLES H2

2 6 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.

2 6 SUPPLEMENTARY PREAMBLES H2

2 6 Proprietary products in descriptions H3

2 6 Proprietary products shall be used as specified. Substitute
 products of similar quality and specification may only be used
 with prior approval by the Principal Agent.

2 6 Roof trusses H3

2 6 The truss system shall be designed by an Engineer and the
 Contractor shall complete and submit a certificate of
 confirmation. This certificate will state that the trusses have
 been designed, manufactured and erected in accordance with
 the relevant SABS code. The details of the registered engineer
 certifying this will appear on the certificate. 

2 6 Joinery H3

2 6 Descriptions of frames shall be deemed to include frames,
 transomes, mullions, rails, etc. 

 

2 6 Descriptions of hardwood joinery shall be deemed to include
 pelleting of bolt holes. 

2 6 Fixing H3

2 6 All nailing of timber roof trusses, purlins, etc  shall be done with
 galvanised nails. In coastal areas, copper, aluminium or
 stainless steel nails shall be used.

2 6 Items described as "nailed" shall be deemed to be fixed with
 hardened steel nails or shot pins to brickwork or concrete. 

2 6 Where items are described as "bolted" the bolts have been
 measured elsewhere. 

2 6 ROOFS, ETC H2

2 6 Gangnail Roof Trusses H2

2 6 The following trusses shall be "Gangnail" or similar H3
 approved engineering designed roof trusses manufactured
 from sawn softwood and suitable for corrugated iron
 covering and gypsum plasterboard ceilings on 38 x 50mm
 softwood brandering 

2 6 NOTE : The contractor will be required to provide a certificate
 of approval signed by a registered engineer certifying that the
 trusses have been designed, manufactured and installed in
 accordance with the relevant SABS specifications

2 6 1

Prefabricted roof trusses to cpmly with SABS 0163, shop drawings to be apoproved 
by the Engineer nailed on top opf 152x38mm wall plate including timber purlins to 
22 degrees pitch with 600mm eaves overhang both ends - Main Hall and Toilet No 32,32

2 6 Sawn softwood grade 4 H3

2 6 2 38 x 114 mm Wall plates m 70



2 6 3 38 x 76 mm Runners m 110

2 6 4 38 x 114 mm Bracing m 137

2 6 5 50 x 76 mm Purlins m 652

2 6 Sundries H3

2 6 6 Hurricane clip between truss and windbracing No 220

2 6 7 Hurricane clip between truss and purlin No 440

2 6 EAVES, VERGES, ETC  H2

2 6 "Everite Nutec" pressed fibre-cement H3

2 6 8 15 x 225 mm Fascia boards including galvanised steel H-profile m 55
 jointing strips and bolting to steel angle irons and purlins
 (elsewhere measured) at maximum 780 mm centres

2 6 9 80 x 200 mm Everite Nutec medium density plain finish or m 35
 similar approved barge board fixed to roof timbers including
 Chromaprep steel H-profile jointing strips, screws, holes, etc

2 6 DOORS, ETC H2

2 6 Wrought meranti doors hung to steel frames: H3

2 6 10 44 mm Framed batten door 1000 x 2032 mm high of top rail and No 1
 stiles, middle ledge and braces and bottom rail filled in with
 V-jointed one side boarding.

2 6 11 44 mm Framed, external ledged and braced batten double door size 1 No 1
 1800 x 2 032 mm high formed of 44 x 108 mm top rail and stiles,
 16 x 144 mm middle rail, 16 x 108 mm bracing and 22 x 220
 mm bottom rail with and including 6 mm thick hardwood
 veneered 3 Ply flush panel internally to match door let into and
 including rebates all round

2 6 Semi-solid core flush panel doors with commercial veneer H3
 and two concealed hardwood edge strips hung to steel
 frames 

2 6 12 40 mm Door size 813 x 2125 mm  high hollow core timber internal doors No 4

2 6 12 40 mm Door size 813 x 2125 mm  fire rated doors No 2

13 40 mm Door of size 813 x 2032 mm exyernal hardwoon door No. 2

2 6 BEADS, ARCHITRAVES, ETC H2

2 6 Wrought meranti  H3

2 6 13 44 x 70 mm Splayed and rebated weatherboard screwed to m 5
 door

TIMBER DOOR FRAMES

14 Timber door frames measuring 813mm x 2125mm No. 5

15 Timber door frame measuing 1000mm x 2125mm No. 1

2 6 JOINERY FITTINGS H2

2 6 NOTE: H3

To assist in pricing the Joinery fittings the items that are
 measured under this section have been described briefly.
 The number of units per fitting have been measured and
 tenderers are to insert a rate against each measured item.
 Tenderers are advised to inspect the details and drawings
 of the joinery fittings when pricing this section. All
 drawings for joinery fittings are bound at the back of these
 bills of quantities. Drawing numbers are used as reference
 for pricing purposes: 



The Architects detailed drawings take preference over the
 descriptions in these bills of quantities and no claim for
 extras will be considered where the descriptions in the
 bills of quantities are inadequate for pricing or in conflict
 with the Architects detailed drawings. Pricing to include
 installation complete including ironmongery, drawer
 runners, guides, varnish and/or painting, etc. where
 required and finishing off with clear silicon sealant where
 finishes adjoin walls, etc: 



2 6 14 Floor cupboard unit to "Kitchen" comprising 32mm thick No 1
 Formica worktop with top half rounded exposed edges to fit
 double bowl sink (elsewhere measured), 16mm thick melamine
 shelf, 19mm thick melamine doors with impact edging to
 exposed front edges, 19mm thick melamine drawers and
 cupboard backing, size ▒3610 x 600 x 780mm high overall, all
 fixed complete including drawer runners, guides, handles,
 hinges, support rails, painting, etc as per attached drawing
 number "EL15-077SP04"

2 6 15 Floor cupboard to "Kitchen" made up of 32mm thick Formica No 1
 worktop with top half rounded exposed edges, 16mm thick
 Melamine faced particle board doors, sides, shelves, drawers,
 etc, size ▒3000 x 600 x 780mm high overall, fixed complete
 including cleats, backing, skirtings, ironmongery, painting, etc.
 as per attached detail drawing No. "EL15-077SP04".

2 6 FURNITURE H3

2 6 NOTE: H3

To assist in pricing the Furniture, items that are measured
 under this section have been described briefly. The
 number of units per fitting have been measured and
 tenderers are to insert a rate against each measured item.
 Tenderers are advised to inspect the Furniture
 Specification when pricing this section which is bound at
 the back of these bills of quantities. Page numbers are
 used as reference for pricing purposes. 

The Furniture Specification takes preference over the
 descriptions in these bills of quantities and no claim for
 extras will be considered where the descriptions in the
 bills of quantities are inadequate for pricing or in conflict
 with the School Furniture Specification. Pricing to include
 delivery, offloading and installing of Furniture into the
 community hall. 

2 6 The following in furniture manufactured complete as per H3
 attached Department of Basing Education standard
 specification: 

2 6 16 Office Chair (Pg 25) as per attached specification. No 4

2 6 17 Office Desk (Pg 26) as per attached specification. No 1

2 6 18 Stationary Cupboard (Pg 28) as per attached specification. No 1

2 6 19 Eight (8) Seater Table 700mm High (Pg 16) as per attached No 1
 specification.

2 6 20 Stackable Chairs (Pg 17) as per attached specification. No 204

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 7 SECTION NO. 2 H1

BILL NO. 7 

2 7 CEILINGS, PARTITIONS AND ACCESS FLOORING H1

2 7 PREAMBLES H2

2 7 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.

2 7 SUPPLEMENTARY PREAMBLES H2

2 7 Descriptions: H3

2 7 Items described as "nailed" shall be deemed to be fixed with
 hardened steel nails or pins or shot pinned to brickwork or
 concrete 

2 7 Items described as "plugged" shall be deemed to include
 screwing to fibre, plastic or metal plugs at not exceeding
 600mm centres, and where described as "bolted" the bolts
 have been given elsewhere 

2 7 SUSPENDED CEILINGS, ETC  H2

2 7

1200 x 600 x 9mm Ceiling tiles suspended by "Donn T38" or equal approved pre-
painted exposed tee suspension grid system including hangers, necessary hold-down 
clips and wedges, etc: H3

2 7 1
Ceilings suspended not exceeding 1m below concrete
soffits m² 310,00

2 7 2 Extra over ceiling for 600 x 600 mm trap door including framing No 1

2 7 "Rhino" gypsum plasterboard cornices H3

2 7 3 70 mm Coved cornices m 101,10

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 8 SECTION NO. 2 H1

BILL NO. 8 

2 8 IRONMONGERY H1

2 8 PREAMBLES H2

2 8 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.

2 8 SUPPLEMENTARY PREAMBLES H2

2 8 Finishes to ironmongery H3

2 8 Where applicable finishes to ironmongery are indicated by
 suffixes in accordance with the following list:  

BS Satin bronze lacquered CH Chromium plated  

SC Satin chromium plated  

SE Silver enamelled  

GE Grey enamelled  

AS Anodised silver  

AB Anodised bronze  

2 8 IRONMONGERY FIXED TO DOORS, ETC. H2

2 8 Bolts, Hinges, etc: H3

2 8 1 150 mm GS Pad bolt No 6

2 8 2 Flush bolt 150 mm long, Union 8052-150NP No 2

2 8 3 "UN33500600" 50 mm Padlock No 7

2 8 CATCHES, CABIN HOOKS, ETC H3

2 8 Union H3

2 8 4 100 mm Satin chrome cabin hook and eye including 70 x 70 x No 2
 20 mm chamfered hardwood block twice oiled and plugged

2 8 Locks and Latches, etc H3

2 8 5 Union CB682-24SCL2277-78SC four lever lockset No 10

2 8 DOOR CLOSERS H2

2 8 7 TS73V EN 2-4 variable spring strength regular arm door closer. No 1

2 8 Sundries H3

2 8 8 Union CZ8731SC door stop No 8



2 8 NUMERAL AND NAMEPLATES, ETC. H2

2 8 Clear perspex name plate reverse engraved and enamelled H3
 in white lettering 25mm high to suit, twice countersunk
 holed for and tapscrewed to steel door frames or gate
 framing with chromium plated dome-headed selftapping screws:

2 8 9 3 mm Thick x 32 mm high plate with letters "OFFICE" No 1

2 8 10 Ditto, but with letters "KITCHEN" No 1

2 8 Indicator plates countersunk holed for and screwed to H3
 door or brickwork with chromium plated dome-headed screws:

2 8 11 DSS-130 Stainless steel 150 x 150mm Male/Female sign No 3

2 8 12 DSS-133 Stainless steel 150 x 150mm Disabled Persons sign No 1

2 8 Chairman Industries or similar approved  brushed H3
 stainless steel grab rails: 

2 8 13 32 mm Diameter code DL3 side grab rail, plugged No 2

2 8 14 32 mm Diameter code SL2 rear grab rail, plugged No 2

2 8 15 SR3 Stainless steel pull handle fixed to steel doors No 3

2 8 BATHROOM FITTINGS H2

2 8 Toilet roll holders H3

2 8 16 Lockable Stainless steel toilet roll holder plugged to wall No 4

2 8 PINNING BOARDS, WRITING BOARDS, PROJECTION H2
 SCREENS, ETC. 

2 8 Carpet pinning boards in aluminium frame with round H3
 plastic corners, pen tray and fixing component all fixed
 according to manufacturer's instruction. 

2 8 17 Pinning board size 1200 x 1200 mm high plugged No 1

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT
2 9 SECTION NO. 2 H1

BILL NO. 10 

METALWORK 

2 9 PREAMBLES H2

2 9 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.
 

2 9 SUPPLEMENTARY PREAMBLES H2

2 9 Descriptions H3

2 9 Descriptions of bolts shall be deemed to include nuts and
 washers

2 9 Descriptions of expansion anchors and bolts and chemical
 anchors and bolts shall be deemed to include nuts, washers
 and mortices in brickwork of concrete

2 9 Metalwork described as "holed for bolt(s)" shall be deemed to
 exclude the bolts unless otherwise described

2 9 DIVIDING STRIPS H2

2 9 Brass  H3

2 9 1 3 x 57 mm Dividing strip cut to lengths and bedded on edge in m 5
 door openings including forming groove in top of concrete

2 9 ALUMINIUM ROLLER SHUTTER DOORS, ETC. H2

2 9 Aluminium Roller Shutter Doors, etc: H3

2 9 7 Aluminium push-up roller shutter door to suit opening size 1210 No 1
x 1200mm high fixed complete as per attached D5.

2 9 HOT DIPPED GALVANISED PRESSED STEEL DOOR H2
FRAMES, DOORS, ETC 

2 9 Doorframes: H3

8
Steel frame doubel rebated hot dipped galvanized steel door frame messuring 
1800x2125mm x 1.6mm thick No. 1

2 9 9 Durowin or other approved standard hot dipped galvanised No 3
 steel door size 813 x 2032 mm high

2 9 Bulglars H3

2 9 10 Bulglars to suit all single doors of not exceeding 2.5m width x 3m high No 5



ALUMINIUM WINDOWS

Glass thickness shall comply with SAGGA regulations irrespective of 
thicknesses shown on the schedules/drawings, Doors and windows shall be 
supplied with protective tape and plastic and shall be removed only once 
surrounding trades have been completed,

The following certificates shall be provided prior to commencement of site 
work:1,) A copy of the relevant AAAMSA Performance Test Certificate from the 
manufacturer/contractor supplying the architectural aluminium product2,) A 
Certificate of Conformance confirming that anodising or powder coating has 
been processed in accordance with SANS 999 and SANS 1796 3,) A powder 
guarantee of not less than 15 years issued by the powder manufacturer, The 
specific conditions contained in this guarantee shall form part of the powder 
coating process4,) A Certificate of Conformance confirming that glazing has 
been installed in accordance with SANS 0137, ensuring that safety glazing 
materials have been installed in the mandatory areas and that each individual 
pane of safety glazing materials has been permanently marked5,) A warranty 
from the manufacturer of the laminated safety glass and/or hermetically 
sealed glazing units guaranteeing the products against delamination and colour 
degradation for a period of not less than five years including Glazing COC
All windows to be approved by the Architect prior to installation,

Ironmongery to include standard factory fittings including friction stays, project 
out sash hardware, glazing gaskets and seals all to be approved by the 
Architect,

Natural anodised aluminium casement windows extruded from 6063T6 
aluminium alloy with minimum wall thickness of 1,6mm thick glazed with 
6,38mm thick translucent laminated safety glass plugged to brickwork or 
concrete, including clear silicone sealant applied around:

2 9 11 W1 No 11

2 9 12 W2 No 20

2 9 13 W3 No 5

2 9 14 W4 No 4

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 10 SECTION NO. 2 H2

BILL NO. 10

2 10 PLASTERING H2

2 10 PREAMBLES H2

2 10 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity Surveyors.

2 10 SCREEDS  H2

2 10 Screeds on concrete  H3

2 10 1:3 Cement plaster screeds steel trowelled on concrete  H3

2 10 1 30 mm Thick on floors and landings m² 310,00

2 10 INTERNAL PLASTER  H2

2 10 One coat 15 mm thick cement plaster (4:1) on blockwork finished with a wood float H3

2 10 2 On Main Hall  walls  m² 658,16

2 10 3 On Toilet walls m² 66,82

2 10 4 Toilet Pit walls m² 61

2 10 EXTERNAL PLASTER  H2

2 10 One coat 15 mm thick cement plaster (4:1) on blockwork H3
 finished with a wood float  

2 10 4 On Main Hall walls m² 329

2 10 5 Toilet walls m² 58

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 11 SECTION NO. 2 H2

BILL NO. 11 

2 11 TILING H2

2 11 PREAMBLES H2

2 11 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity Surveyors.
 

2 11 NOTE : H2

2 11 All materials shall be in colours to be selected by the
 Representative/Agent and, where applicable, laid to approved patterns.
 

2 11 Fixing: H3

2 11 Tiling shall be fixed with an approved tile adhesive to a plaster
 backing. Plaster backing is measured elsewhere.

2 11 FLOOR TILING  H2

2 11 Note: The following prime cost sum is nett for material cost
 only. The tenderer is to allow for in his rate for, fixing, adhesive,
 grouting, cutting, waste, etc and any profit

2 11 1 On screeded concrete floors m² 310,00

2 11 2 On stair treads and risers not exceeding 300 mm wide or high m 6

2 11 3 150 mm High cut tile as skirting m 250

2 11 4 Ditto, but stepped over treads and risers m 10

2 11 Sundries H3

2 11 5 Genesis NRA 455 retro fit stair nosing system, size 45 mm m 25
 wide x 30 mm downstand lip, fixed in strict accordance with the
 manufacturers instructions

2 11 6 30  x 30 mm Anodised aluminium or other approved movement m 30
 joint cover strip screwed to plastered block walls

2 11 7 50 mm Anodised aluminium or other approved movement joint m 35
 cover strip screwed to plastered block walls

2 11 8 Carefully rake out 6 x 8 mm deep joint between floor tiles and m 100
 neatly point with polyurethane sealant

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 12 SECTION NO. 2 H1

BILL NO. 12

2 12 PLUMBING AND DRAINAGE H1

2 12 PREAMBLES H2

2 12 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity Surveyors.

2 12 RAINWATER DISPOSAL H2

2 12 Aluminium rainwater goods with H3
 finish to one side fixed to and including 155 x 125 x 0.8 mm
 thick galvanized steel brackets fixed to fibre cement fascia
 boards at maximum 780 mm centres all in strict
 accordance with the manufacturers instructions 

2 12 1 155 x 125 x 0.8 mm VHV eaves gutter m 120

2 12 2 Extra over eaves gutter for stopped end No 18

2 12 3
Extra over eaves gutter for outlet with nozzel for and joint to 100 x 70 mm rainwater 
downpipe including domical grating No 18

2 12 4
75 x 100 mm Rainwater downpipes with and including holderbats at maximum 
1500mm centers m 18

2 12 5 Extra over rainwater downpipe for eaves offset with 450 mm projection No 2
 

2 12 6 Ditto, but eaves offset with 610 mm projection No 4

2 12 7 Extra over rainwater pipe for shoe No 6

2 12 SANITARY PLUMBING H2

2 12 uPVC Waste or vent pipes and fittings H3

2 12 8 150 mm Pipe fixed to walls with and including holderbats, etc m 18

2 12 9 150 mm Galvanised mild steel or other approved whirlybird No 4
 ventilator fixed to on top of PVC vent pipes

2 12 Extra for: H3

2 12 10 50 mm bend No 1

2 12 11 150 mm Bend No 2

2 12 SANITARY FITTINGS  H2

2 12 Supply and fix the following sanitary fittings, geysers and H3
 equipment together with loose ancillary fittings supplied
 therewith, including unloading, storing, unpacking,
 hoisting or lowering as required, fixing and building into
 position, cutting all mortices and chases as required for
 fixing and building in position, cutting, brackets, clamps,
 etc., and connecting up pipework and handing over in
 perfect working order on completion: 

2 12 Franke stainless steel  H3

2 12 12 "Franke" 1800 x 535 mm Double centre bowl drop in sink fixed No 1
 to walls with and including 40 mm square stainless steel
 gallows brakects (code: 313852) (grade 301 18/10)

2 12 Traps, etc including joints to uPVC pipe and/or fittings H3
 unless otherwise described 

2 12 13 32 mm 301CP slotted basin waste union complete with plug No 1
 and chain



2 12 Sanitary fittings H3

2 12 14 "Atlas Plastics (Code 235 AP)" or equally approved VIP pit No 4
 pedestal with flap fixed to floors with an approved epoxy or
 bolted to floors with and including four 6 mm diameter x 50 mm

15
Ceramic or eqaully approved Wash Hand Basin complete with taps and all the 
necessary connections and pipes thereto, No. 3

16 135x95x500mm Elbow safety handle chrome 135 deg with 6 fixing points No. 1

17 Space handles for WC Chromed SENSEA D30mm No. 1

18 Toilet brushes No. 2

19 800mm x 500mm x 6mm thick silver float glass fixed to wall No. 3

20 Aluminium standard Pull handes No. 1

2 12 TRAPS ETC H2

2 12 Traps etc: H3

2 12 40 mm Rough brass shallow seal shower 'P' trap with FI outlet No
 and chrome plated grating

2 12 21 15 mm CP elbow action pillar-type mixer complete with No 0 Rate Only
 overarm swivel outlet (code: 521-21), adjustable wall flanges
 and concealed connections (code: 266/041/10).

2 12 22 40 x 40mm 'Flexitrap' butyl rubber deep seal 'P' or 'S' trap No 2
 jointed to waste outlet fitting and to PVC pipe including coupling
 clamps, etc. 

2 12 SOIL DRAINAGE  H2

2 12 Manholes, gulley traps, etc: H3

2 12 23 450 x 600 mm Type 9D Polymer manhole cover and frame No 3

2 12 Gratings, covers, etc: H3

2 12 24 Lifting key for manhole cover No 3

2 12 FIRE SERVICE H2

2 12 Sundries H3

2 12 25 4.5 kg Dry chemical powder fire extinguisher for ABC fires in No 2
 accordance with SABS 810, complete with bracket and
 screwed to and including 25 x 100 mm wrot meranti backboard
 225 mm long plugged to wall

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

2 13 SECTION NO. 2 H1
BILL NO. 13

2 13 PAINTING H1
2 13 PREAMBLES H2

2 13 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.

2 13 PAINTWORK, ETC TO NEW  WORK  H2

2 13 ON FLOATED PLASTER H2

2 13 Prepare and apply "Xypex" or other approved concetrate H3
 water barrier on: 

2 13 1 Toilet pit walls m² 61

2 13 Prepare surface and apply one coat "ABE prime SL" and H3
 two coats "ABECOTE 400" high build epoxy enamel or
 similar approved (colour to architects approval) all in
 accordance with the manufacturer's instructions: 

2 13 2 On screeded floors m² 17

2 13 3 On plastered walls m² 6

2 13 4 On urinal step and dished channel m² 1

2 13 Prepare and apply one coat Plascon 'Merit plaster primer (UC56)' thinned with 20% H3
mineral turpentine (AZH1) and tow caots Plascon Wall and All (WAA)

2 13 5 On internal walls  m² 724,99

2 13 6 Precast concrete windows m² 63

2 13 7 Precast concrete door frames m² 12

2 13
Prepare surface and apply one coat plaster primer thinned with 20% mineral turpentine, 
one coat Micatex and one coat Plascon Wall and All H3

2 13 8 On external Main Hall walls m² 329

9 On external toilet walls m² 58,46

2 13 Prepare and apply two coats bituminous paint:  H3

2 13 10 On backs of  window frames door frames, etc. not exceeding 300mm girth m 188

2 13 ON FIBRE-CEMENT H2

2 13 Prepare and apply one coat Plascon 'Merit plaster primer H3
 (UC56)' thinned with 20% mineral turpentine (AZH1) and
 two coats Plascon Wall and All (WAA) 

2 13 11 On fascias and barge boards m² 100

2 13 12 Ceilings m² 350

2 13 ON WOOD  H2

2 13
Knot, prime, stop and apply one coat Plascon oil wood primer one coat Plascon merit 
universal undercoat and two coats Plascon Velvaglo Polyurethane enamel paint H3

2 13 13 On general surfaces of timbers at eaves, etc m² 20

2 13 Prepare and apply one coat sanding sealer and two coats H3
polyurethane varnish lightly sanded between coats  

2 13 14 On doors m² 18

2 13 15 On skirtings, rails, etc not exceeding 300 mm girth  m 101,10

2 13 Prepare and apply two coats bituminous paint:  H3

2 13 16 Wall plates m² 7,98

2 13 ON METAL H2

2 13 Prepare and apply galvanized iron cleaner (GIC1), one coat H3
 galvanized iron primer (GIP1) and two finishing coats of Velvago Satin paint



2 13 17 Doors m² 14

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

3 1 SECTION NO. 3 H1

3 1 BILL NO. 1 H1

3 1 EXTERNAL WORKS H1

3 1 PREAMBLES H2

3 1 For Preambles see "Model Preambles for Trades 2008" as
 published by the Association of South African Quantity
 Surveyors.
 

3 1 SUPPLEMENTARY PREAMBLES H2

3 1 Nature of ground: H3

3 1 The nature of the ground is assumed to be gravel, therefore
 earth, but possibly interspersed with soft rock. 

3 1 Carting away of excavated material: H3

3 1 Descriptions of carting away of excavated material shall be
 deemed to include loading excavated material onto trucks
 directly from the excavations or, alternatively, from stock piles
 situated on the building site. 

3 1 PARKING AND WALKWAY H2

3 1 EXCAVATION, FILLING, ETC H2

3 1 Open face excavation in earth over sloping site H3

3 1 1 Excavate in earth to open face not exceeding 2 m deep to m³ 75
 reduce levels and deposit in spoil dump on site, for use as filling
 or carting away as necessary (carting away and filling
 elsewhere measured)
 

3 1 Extra over bulk excavations in earth for excavation in H3

3 1 2 Soft rock m³ 7,5

3 1 3 Hard rock m³ 3,75

3 1 Extra over all excavations for carting away: H3

3 1 4 Surplus material from excavations and/or stock piles on site to m³ 75
 a dumping site to be located by the contractor. (Measured nett
 with no allowance made for bulking).

3 1 FILLING, ETC H2

3 1 Approved earth filling (G7) supplied and carted on to site H3
 by the contractor, well watered and compacted in layers
 not exceeding 150 mm thick to obtain 98% Mod AASHTO
 density: 

3 1 5 In parking and walkway m³ 75

Approved earth filling (G5) supplied and carted on to site H3
 by the contractor, well watered and compacted in layers
 not exceeding 150 mm thick to obtain 98% Mod AASHTO
 density: 

3 1 6 In parking and walkway m³ 75

3 1 7 Supply, deliver and lay 60mm 25 MPa Interlocking pavers for walkway inc sand m2 145

Kerb: H3

3 1 8 Precast concrete kerb (SABS Figure 7) bedded, jointed and laid m 100
complete inclluding Class B concrete haunching. 

3 1 THE FOLLOWING IN PLATFORM, RAMPS, STEPS, CONCRETE H2
 PAVING, STORMWATER CHANNELS, ETC 

3 1 EARTHWORKS H2

3 1 Excavations H3

3 1 9 Excavate in earth to reduce levels under platforms, ramps, paving, etc and m³ 1000
 cart away

3 1 Excavation in earth not exceeding 2 m deep H3



3 1 10 Trenches m³ 5

3 1 Extra over trench and hole excavations in earth for H3
 excavation in  

3 1 11 Soft rock  m³ 10,5

3 1 12 Hard rock  m³ 5,25

3 1 Extra over all excavations for carting away  H3

3 1 13 Surplus material from excavations and/or stock piles on site to m³ 1000
 a dumping site to be located by the contractor  

3 1 Compaction of surfaces: H3

3 1 14 Compaction of ground surface under floors, etc including scarifying for a depth of 150mm, breaking down oversize material, adding suitable material where necessary and compacting to 93% MOD ASSHTO densitym² 151

3 1 Risk of collapse of excavations  H3

3 1 17 Sides of trench and hole excavations not exceeding 1,5 m deep m² 0 RATE ONLY
  

3 1 Earth filling obtained from the excavations and/or H3
 prescribed stock piles on site compacted to 95% Mod
 AASHTO density 

3 1 16 Backfilling to trenches, holes, etc  m³ 5

3 1 17 Filling under ramps, walkways,landing and steps m³ 22

3 1 Filling H3

3 1 18 Approved filling (G7) supplied and carted on to site by the m³ 23
 contractor and laid under ramps, steps, pavings, etc. in layers
 not exceeding 150 mm thick compacted to 93% Mod AASHTO
 density 

3 1 19 Scarify in-situ material for a depth of 150 mm and compact to m² 151
 obtain 93% Mod AASHTO density

3 1 25 Mpa Concrete (19 mm Stone)  H3

3 1 20 Ramp Footings m³ 9

3 1 21 In paving and walkways in panels including forming saw cut m³ 7 Rate Only
joints, toggle joints, etc (Panels not exceeding 12 m)

3 1 22 In steps m³ 2
 

3 1 Sundries H3

3 1 23 Extra for floating off smooth tops of paving and walkways laid in m² 151
 panels with a wood float including slightly rounded edges to
 panels

3 1 24 Extra labour and material for thickening out surface bed for an m 60
additional depth of 150 mm and average width of 300 mm
including all necessary excavation, compaction, formwork, etc

3 1 Expansion joints, etc H3

3 1 25 12 mm "Flexcell" or other approved filler board in expansion m 60
 joint between edge of concrete paving and walls in narrow
 widths not exceeding 150 mm wide including tacking to face of
 wall

3 1 Approved two-part grey polysulphide sealing compound H3
including backing cord, bond breaker, primer, etc 

3 1 26 12 x 20 mm In expansion joints in floors including raking out m 60
expansion joint filler as necessary

3 1 Formwork H3

3 1 General formwork H3

3 1 27 Edges, risers, ends and reveals not exceeding 300 mm high or m 76
 wide

3 1 REINFORCEMENT H2

3 1 Fabric Reinforcement H3

3 1 28 Ref 193 welded steel fabric reinforcement in concrete surface m² 151
 beds including 300 mm wide side and end laps in ramps, walkways and landing



3 1 BRICKWORK H2

3 1 Brickwork of NFX bricks H3

3 1 Brickwork in (5:1) cement mortar  H3

3 1 29 One brick walls m² 14

3 1 30 Ditto in foundations m² 9

3 1 Brickwork reinforcement H3

3 1 31 "Brickforce" or other approved high tensile steel wire welded m 69
brick reinforcement 150 mm wide well lapped at all angles and
intersections and built into brick walls horizontally 

3 1 FACE BRICKWORK H2

3 1 Provide the Prime Cost sum of R 5000.00 per 1000 bricks H3
 for face bricks delivered and off loaded onto site with
 facings pointed with recessed square and polished
 horizontal and vertical joints. (The Prime Cost sum is nett.
 The Contractor is to include for all labour, other materials,
 profit, etc.) 

3 1 32 Extra over brickwork for face brickwork m² 14

 necessary for handling if precast, including all formwork,
 moulds, shallow excavation, filling and ramming, laying to
 falls, bedding and pointing in (3:1) cement mortar 

3 1 33 Channel size 780 x 70 mm thick overall with 780 x 100 mm m 78
 deep V-shaped waterway

3 1 34 Extra for angle No 4

3 1 35 Extra for T-intersection No 2

3 1 36 Extra for forming 100 mm thick spreader 1500 mm long and No 2
 fanning out to 1200 mm width at furthest end with seven
 concrete bricks cast in as brick-on-end diffusers in three rows
 including floating off concrete to a smooth finish.

3 1 SECURITY FENCING H2

3 1 Galvanised mild steel security fencing H3

3 1 37 Allow for clearing site for the width of 1000 mm where fencing m 55
 runs are to be erected including removing trees, shrubs etc. not
 exceeding 200 mm girth, grubbing up roots and roughly
 levelling 

3 1 38 Security fencing 2,2 m high formed of 60 mm diameter x 3 mm m 202
 wall thickness galvanised intermediate posts 2,7 m long, holed
 six times, fitted on top with pressed steel caps, 150 x 150 x 5
 mm thick mild steel baseplates welded on at bottom and
 embedded in and including 300 x 300 x 700 mm deep 15MPa
 mass concrete base at maximum 3m centres, including four 4
 mm galvanised straining wires secured to posts with double
 strand of 2mm galvanised binding wire and to and including
 straining eye bolts; the vertical height covered with 50 x 50 x
 2,5mm galvanised Class A Weldmesh fencing 1,8 m high fixed
 to straining wires with Hogring clips applied at 300mm centres
 to the top and bottom straining wires and at 500 mm centres to
 the intermediate straining wires, the top covered with a single
 row of 500 mm flatwrap razor wire attached to and including
 two strands of double stranded barbed wire and weldmesh with
 Hogring clips at 300 mm centres, and at each overlap of the flat
wrap with the adjacent flatwrap

39 Pedestrane gate including padlock and spare key to match the fence No. 1

40 Vehicle gate (Double swing gate or equally approved to mathc the fence) No. 1

3 1 RAINWATER TANKS AND STANDS H1

3 1 THE FOLLOWING IN 1NO: RAINWATER TANK H1
 AND STAND 

3 1 EXCAVATION, FILLING, ETC H2

3 1 Excavation in earth not exceeding 2 m deep H3

3 1 41 Trenches m³ 15

3 1 Extra over trench and hole excavations in earth for H3
 excavation in  



3 1 42 Soft rock  m³ 0 RATE ONLY

3 1 43 Hard rock  m³ 0 RATE ONLY

3 1 Extra over all excavations for carting away  H3

3 1 44 Surplus material from excavations and/or stock piles on site to m³ 5
 a dumping site to be located by the contractor

3 1 Risk of collapse of excavations  H3

3 1 45 Sides of trench and hole excavations not exceeding 1,5 m deep m² 10

3 1 Keep excavations free of water  H3

3 1 46 Keeping excavations free of water Item 1

3 1 Earth filling obtained from the excavations and/or H3
 prescribed stock piles on site compacted to 95% Mod
 AASHTO density 

3 1 47 Backfilling to trenches, holes, etc m³ 16

3 1 48 Under floors, steps, pavings, etc m³ 2

3 1 Approved earth filling (G7) supplied and carted onto site H3
 by the Contractor, well watered and compacted in layers
 not exceeding 150mm thick to obtain 98% Mod AASHTO
 density: 

3 1 49 Under Floors, etc m³ 4

3 1 Compaction of surfaces H3

3 1 50 Compaction of in-situ material under floors, etc including m² 12
 scarifying for a depth of 150 mm, breaking down oversize
 material, adding suitable material where necessary and com
pacting to 93% Mod AASHTO density 

3 1 PROTECTION AGAINST TERMITES H1

3 1 Soil insecticide H1

3 1 51 Under floors, etc including forming and poisoning shallow m² 12
 furrows against foundation wall, etc and filling in furrows and
 ramming

3 1 UNREINFORCED CONCRETE H2

3 1 25 Mpa/19 mm concrete H3

3 1 52 Strip footings  m³ 2

3 1 REINFORCED CONCRETE H2

3 1 25 Mpa/19 mm concrete H3

3 1 53 Surface beds on waterproofing in panels including forming saw m³ 3
 cut joints, toggle construction joints, etc (Panels not exceeding
 12m)

3 1 Finishing top surfaces of concrete smooth with a wood H3
 float 

3 1 54 Surface beds, slabs, etc m² 1

3 1 FORMWORK H2

3 1 ROUGH FORMWORK (DEGREE OF ACCURACY III) H2
 (CPAP Work Group No 111) 

3 1 55 Edges, risers, ends and reveals not exceeding 300mm high or m 10
 wide

3 1 REINFORCEMENT H2

3 1 Fabric reinforcement  H3

3 1 56 Ref 193 fabric reinforcement in concrete surface beds, slabs, m² 12
 etc

3 1 BLOCKWORK H2

3 1 Blockwork in class II cement mortar  H3

3 1 57 190 mm Walls m² 25



3 1 EXTERNAL PLASTER  H2

3 1 One coat 15 mm thick cement plaster (4:1) on blockwork H3
 finished with a wood float  

3 1 58 On walls  m² 25

3 1 PLUMBING AND DRAINAGE (CPAP Work Group No H2
 148) 

3 1 'Jo-Jo' or other approved plastic tanks manufactured with H3
 and including "Magrangxeni Community Hall" name written or
 engraved on the tank, etc. as per manufacturers
 specification: 

3 1 59 2500L "Polyethylene"rainwater tanks tied down with chains in hose- No 1
pipe fix to hooks cast into concrete horizontal tank

3 1 TAPS, VALVES, ETC. H2

3 1 'Cobra-Watertech': H3

3 1 60 20mm Type '108 RB' hose bibtap with hose union. No 3

3 1

Supply, bed, lay, disinfect, join and test potable water pipelines. Rate to include excavation, 
bedding and backfilling, , except where specific items are provided. All activites in 
accordance with project specifications.:

3 1 61 63mm dia. HDPE Class 12,5 m 350

3 1 62 Supply and install standpipe complete including HDPE saddle, 32mm HDPe pipe(20m), tap and galvanised riser pipe, concrete work including shuttering, elbows, nipples, etc, as per drawing no. STD_WAT_01. Work to be executed by a nominated sub contractorNo 2

TOTAL CARRIED TO SUMMARY
3 1 63 'Jo-Jo' or other approved plastic tanks manufactured with H3

 and including "Magrangxeni Community Hall" name written or
 engraved on the tank, etc. as per manufacturers
 specification: 

3 1 64 5000L "Polyethylene"rainwater tanks tied down with chains in hose- No 2
pipe fix to hooks cast into concrete

3 1 TAPS, VALVES, ETC. H2

3 1 'Cobra-Watertech': H3

3 1 65 20mm Type '108 RB' hose bibtap with hose union. No 3

3 1

Supply, bed, lay, disinfect, join and test potable water pipelines. Rate to include excavation, 
bedding and backfilling, , except where specific items are provided. All activites in 
accordance with project specifications.:

3 1 66 63mm dia. HDPE Class 12,5 m 350

3 1 67

Supply and install standpipe complete including HDPE saddle, 32mm HDPe pipe(20m), tap 
and galvanised riser pipe, concrete work including shuttering, elbows, nipples, etc,. Work to 
be executed by a nominated sub contractor No 2

3 1 68 Galvanised gabion boxes (1,0x1,0x1,0m) including surface preparation & filter fabric m³ 20

TOTAL CARRIED TO SUMMARY



SECTION BILL ITEM NO DESCRIPTION UNIT QUANTITY RATE AMOUNT

4 1 SECTION NO. 4 H1

4 1 BILL NO. 1 H1

4 1 PROVISIONAL SUMS H1

4 1 WORK TO BE CARRIED OUT BY SPECIALIST SELECTED H3
 OR NOMINATED SUB-CONTRACTORS 

4 1 The following Amounts are for work to be carried out by
 Specialists to be Selected/Nominated by the PrincipalAgent and
 are each followed by :

a) An item wherein the Contractor may allow for profit upon the
 Selected/Nominated Sub-Contractor, if he so desires and

b) An item wherein the Contractor may allow for attendance
 upon the Selected/Nominated Sub-Contractor, if he so desires
 

4 1 Note: All Provisional Sums and P.C. Amounts are nett and H3
 no Builders Discount is allowed 

4 1 ELECTRICAL INSTALLATION H2

4 1 1
Provide the amount of R 200 000.00 (Two Hundred Thousand Rand) for General Electrical 
Installation including Eskom connection fee Prov Sum 1 200 000,00R                                  200 000,00R                                      

4 1 2 Allow for profits and attendance if required % 200 000,00R               

4 1 OCCUPATIONAL HEALTH AND SAFETY H2

4 1 3
Provide the amount of R 200 000.00 (One Hundred and Fifty Thousand Rand) for OHS 
Consultant fee Prov Sum 1 200 000,00R                                  200 000,00R                                      

4 1 4 Allow for profits and attendance if required % 200 000,00R               

4 1 COMMUNITY LIAISON OFFICER (CLO) AND PSC  MEMBERS H1

4 1 5 Provide the amount of R5 000 per moth for the CLO Month 6 5 000,00R                                      30 000,00R                                        

4 1 6

Allow a sum of R400.00 per meeting per member to be paid to the PSC members x 5 
members

No. 6 2 000,00R                                      12 000,00R                                        

4 1 7 Handling fee on the above item 8 % 12 000,00R                

4 1 8 Provide the Sum of R 30 000.00 for Accredited training Item 1 30 000,00R                                    30 000,00R                                        

4 1 9 Profit on the above item % 30 000,00R                 

4 1 10 Provide the Sum of R 20 000.00 for Non-Accredited training Item 1,00 20 000,00R                                    20 000,00R                                        

4 1 11 Profit and Attendance % 20000,00

4 1 12 Provide the Sum of R 9 000.00 for Student Intern 0 1,00 54 000,00R                                    54 000,00R                                        

4 1 13 Profit and Attendance % 54 000,00R                 

TOTAL CARRIED TO SUMMARY



ITEM DESCRIPTION AMOUNT
1 PRELIMINARIES AND GENERALS
2 EARTHWORKS 
3 CONCRETE, FORMWORK AND REINFORCMENT
4 MASONRY
5 WATERPROOFING 
6 ROOF COVERINGS 
7 CARPENTRY AND JOINERY 
8 CEILINGS, PARTITIONS AND ACCESS FLOORING
9 IRONMONGERY 

10 METALWORK 
11 PLASTERING 
12 TILING 
13 PLUMBING AND DRAINAGE 
14 PAINTING 
15 EXTERNAL WORKS 
16 PROVISIONAL SUMS 

SUB TOTAL 

CONTIGENCY @ 2%

SUB TOTAL 2

VAT @ 15%

FINAL PRICE TO FORM OF OFFER

SUMMARY PAGE 
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